
Map 2 - MSES - Wetlands and Waterways
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Map 3a - MSES - Species - Threatened (endangered or vulnerable) wildlife and special least concern animals
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Map 3b - MSES - Species - Koala habitat area (SEQ)
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Map 3c - MSES - Species - Wildlife habitat (sea turtle nesting areas)
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Map 4 - MSES - Regulated Vegetation
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Map 5 - MSES - Offset Areas
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Appendices

Appendix 1 - Matters of State Environmental Significance (MSES) methodology

MSES mapping is a regional-scale representation of the definition for MSES under the State Planning Policy (SPP). Its
primary purpose is to support implementation of the SPP biodiversity policy.    
  
MSES mapping does not replace the regulatory mapping or environmental values specifically called up under other laws
or regulations.    
  
MSES mapping does not determine whether state or local development assessment is required. For state assessment
triggers refer to the Development Assessment Mapping System (DAMS). For local assessment triggers, refer to the
relevant local planning scheme.

The Queensland Government's "Method for mapping - matters of state environmental significance can be downloaded
from:  

http://www.ehp.qld.gov.au/land/natural-resource/method-mapping-mses.html .
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Appendix 2 - Source Data

The datasets listed below are available on request from:  

http://qldspatial.information.qld.gov.au/catalogue/custom/index.page

Matters of State environmental significance  •

Note: MSES mapping is not based on new or unique data. The primary mapping product draws data from a number of
underlying environment databases and geo-referenced information sources. MSES mapping is a versioned product that
is updated generally on a twice-yearly basis to incorporate the changes to underlying data sources. Several components
of MSES mapping made for the current version may differ from the current underlying data sources. To ensure accuracy,
or proper representation of MSES values, it is strongly recommended that users refer to the underlying data sources and
review the current definition of MSES in the State Planning Policy, before applying the MSES mapping.  

Individual MSES layers can be attributed to the following source data available at QSpatial:

MSES layers current QSpatial data  
 (http://qspatial.information.qld.gov.au)

Protected Areas-Estates, Nature Refuges, Special Wildlife
Reserves

- Protected areas of Queensland
- Nature Refuges - Queensland
- Special Wildlife Reserves- Queensland

Marine Park-Highly Protected Zones Moreton Bay marine park zoning 2008

Fish Habitat Areas Queensland fish habitat areas

Strategic Environmental Areas-designated Regional Planning Interests Act - Strategic Environmental
Areas

HES wetlands Map of Queensland Wetland Environmental Values

Wetlands in HEV waters HEV waters:
- EPP Water intent for waters
Source Wetlands:
- Queensland Wetland Mapping (Current version 5)
Source Watercourses:
- Vegetation management watercourse and drainage
feature map (1:100000 and 1:250000)

Wildlife habitat (threatened and special least concern) -WildNet database species records
- habitat suitability models (various)
- SEQ koala habitat areas under the Koala Conservation
Plan 2019

VMA regulated regional ecosystems Vegetation management regional ecosystem and remnant
map

VMA Essential Habitat Vegetation management - essential habitat map

VMA Wetlands Vegetation management wetlands map

Legally secured offsets Vegetation Management Act property maps of assessable
vegetation.
For offset register data-contact DETSI

Regulated Vegetation Map Vegetation management - regulated vegetation
management map
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Appendix 3 - Acronyms and Abbreviations

AOI - Area of Interest
DETSI - Department of the Environment, Tourism, Science and Innovation
EP Act - Environmental Protection Act 1994
EPP - Environmental Protection Policy
GDA2020 - Geocentric Datum of Australia 2020
GEM - General Environmental Matters
GIS - Geographic Information System
MSES - Matters of State Environmental Significance
NCA - Nature Conservation Act 1992
RE - Regional Ecosystem
SPP - State Planning Policy
VMA - Vegetation Management Act 1999

Matters of State Environmental Significance 21/05/2026 14:02:59

Page 21



REPORT 

406005  |  ENVIRONMENTAL ASSESSMENT REPORT  |  10 June 2026  |  0  |   
rpsgroup.com  Page 20 

Appendix C Regional Ecosystems Report  
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Appropriate space will be provided for the temporary storage of general 
refuse, recyclable and compostable waste to ensure separation of waste 
products. 

Site Operators At all Times 

Waste will be managed in the preferred order of avoid, re-use, recycle, 
recover, treat and dispose within the Waste Reduction and Recycling Act 
2011 (Qld). 

Site Operators At all Times 

If litter is blown or washed off site, it is to be retrieved and ensure it is 
disposed of in the appropriate manner and additional measures to prevent 
a recurrence (e.g. litter screens) are to be undertaken. 

All Staff At all Times 

Maintain spill kits and ensure clean up equipment is available at site office 
(240L wheelie bin with mobile kits in each vehicle) with annual inspection of 
spill kits. 

Site Supervisor 
Replenish as 

required following 
use. 

Burning of waste is not to occur on site.   Site Supervisor As Required 

Routine Monitoring Program Responsibility Frequency 

Monitor waste storage, handling and disposal practices. Site Supervisor Daily 

Daily inspections to ensure the site is free of uncontrolled rubbish, tidy and 
all wastes are appropriately stored and managed. Site Supervisor At all Times 

Corrective Actions 

If success criteria are not met, examples of corrective actions may include: 
1. Retrain staff in correct waste management and disposal procedures. 
2. Ensure appropriate storage facilities are available for regulated and general waste. 

Reporting Responsibility Frequency 

Record site observations, actions and notifications in daily diary. Site Supervisor As Required 

 

6.5 Land and Rehabilitation Management 

Aim 

To return the site to a stable landform once extractive operations have ceased and meet EA conditions. 

Success Criteria 

• Extracted areas are progressively rehabilitated as works are staged and new extraction areas commence. 
• Potential impacts from sand extraction are avoided, mitigated, or managed. 
• Land is rehabilitated in such a way that: 

– potential for erosion is minimised; 
– the quality of water released from the site, including seepage, does not cause environmental harm; 
– potential for environmental nuisance by dust is minimised; 
– the water quality of any residual water body does not have the potential to cause environmental harm; and 
– the final landform is safe and stable.  

Management Actions Responsibility Frequency 

Earthen surfaces must be established with suitable species of vegetation 
for the location as approved by the landowner.  Site Supervisor As Required 

The potential for erosion should be minimised through staged development 
and the progressive rehabilitation of extraction voids to stabilise banks. Site Supervisor As Required 

The quality of water released from the site must not cause environmental 
harm. 

Consultant/Site 
Supervisor Monthly 
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The water quality of any residual water body must not have the potential to 
cause environmental harm. 

Consultant/Site 
Supervisor Monthly 

The final landform of the site overall must be stable and suitable to the 
landowner prior to surrender of the EA.  Site Supervisor As Required 

Routine Monitoring Program Responsibility Frequency 

Monitor the quality of water released from the site including pH, EC and 
turbidity.  

Consultant/Site 
Supervisor 

Monthly upon 
release. 

Monitor residual water bodies to ensure water quality is safe for agricultural 
use. 

Consultant/Site 
Supervisor 

Monthly as 
required 

Progressive rehabilitation will be monitored to ensure areas undergoing 
rehabilitation are safe and stable and do not have the potential for 
environmental harm or nuisance. 

Site Supervisor Monthly 

Reporting Responsibility Frequency 

Record site observations, actions and notifications in diary. Site Supervisor Daily as Required 

Groundwater or surface monitoring results not in compliance with the site’s 
environmental authority conditions are required to be reported to the 
Environmental Protection Agency as per conditions of the EA. 

Consultant As Required 

Retain records of progressive rehabilitation and actions performed. Site Supervisor As Required 
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7 COMPLAINTS 
The Site Supervisor will maintain and update a complaints log. 

The following details must be recorded for all complaints received: 

• Time, date, name and contact details of the complainant; 

• Reasons for complaint; 

• Any investigations undertaken; 

• Conclusions formed; and 

• Any actions taken. 

The complaints log must be provided to the administering authority on request. 

7.1 Complaints Procedure 

 
Figure 1 Complaints Procedure 

Complaint is received by personnel (written, verbal, email, telephone, 
fax,etc)

Complaint is immediately forwarded to the Site Supervisor

Site Supervisor investigates the complaint

Site Supervisor to identify and implement any required corrective actions

Site Supervisor to record all necessary details on the complaints log

Site Supervisor to notify the complainant of the results of the investigation 
and any corrective actions implemented
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8 EMERGENCY RESPONSE 
This section provides an overview of response requirements for emergencies that could potentially occur at 
the site. 

Ensure that all weather access to the normal operation sections of the site is to be kept maintained whilst the 
site is open. 

8.1 Spill Response 
If a spill threatens the safety or health of people, creates a fire hazard or has the potential to cause or causes 
serious environmental harm then the site emergency procedure shall be followed. 

Where a chemical spill occurs, consult the Safety Data Sheet (SDS) for spill procedures. The following steps 
should also be considered: 

Stop the source and spread of the spill if safe to do so: 

• Check for danger (see note), 

• Prevent the spill from getting larger (turn off valves, block damaged tanks or pipes, roll 44-gallon drums 
so that the opening is at the top), and 

• Use any suitable material or equipment to confine the spills by ‘damming it off’ (e.g. use available spill 
response equipment such as booms or absorbent or if unavailable then use soil or other suitable 
material). 

Clean up the Spill 

• Once the spill has been contained, retrieve as much of the spilled liquid as possible and place in an 
appropriate container (e.g. 20L drum or 1000L IBC). The liquid should then be appropriately disposed of 
off-site to a facility licensed to receive such waste. The spill is to be cleaned up with preference to dry 
methods of cleaning up, 

• Absorb remaining spill with absorbent material and place used absorbent in the appropriate waste bin, 

• Treat areas of contaminated soil in accordance with Figure 2 below; and 

• Where applicable, replenish equipment used from Spill Response Kit. 

Report the Spill 

• Report and investigate all spills in accordance with Incident Reporting and Analysis (Refer to Section 
9.3). 

Note: If a significant hazardous chemical spill occurs, and no SDS exists due to the nature of the 
circumstance then the spill may need to be immediately notified to environmental and emergency response 
authorities before clean-up can commence. Specialized PPE or equipment may also be required. 

8.1.1 Spill Kits 

Spill kits and/or spill clean-up equipment will be available at the Site Office/Workshop. Equipment contained 
in spill response kits shall be replenished upon use, equal to the specified list contained within the kit. The 
Site Supervisor will be responsible for the regular inspection of the Spill Response Kit and for replenishing 
missing/used items when necessary. 
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Figure 2 Spill Control and Clean-Up Process 

8.2 Flooding and Stormwater Management 
If heavy rainfall or flooding is forecast for the area, the Site Supervisor shall prepare the site by: 

• Relocating any mobile plant or equipment to higher parts of the site, 
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• Removing potential contaminants from site ensuring that potential contaminants are protected from 
rainfall or stormwater flows; and 

• Ensuring all erosion and sediment control measures have been maintained and are in place. 

8.3 Fire Management 

8.3.1 Potential Sources 

Fire scenarios on the site could potentially arise from: 

• Electrical failures, 

• Refuelling incidents; and 

• Waste combustion. 

8.3.2 Risk Management 

To minimise these risks the following measures have been adopted for the site: 

• Fire Extinguishers must be installed beside refuelling areas, 

• Maintaining accessible Fire Extinguishers at all times, 

• Regular slashing of grassed or vegetated areas around the site, 

• No unauthorised burning on the site, 

• No stockpiling of vegetation on the site, 

• The water truck used for dust prevention may also be used as an initial firefighting resource, 

• Risk assessment on the co-storage of chemicals; and 

• Clear access for fire-fighting vehicles. 

Specific recommendations can be obtained by requesting an inspection by the local fire service. 

8.3.3 Fire Response 

In the event of a small fire at the site, a portable fire extinguisher or water truck may be used to attempt to 
extinguish the fire. If this is unsuccessful or the fire is large, Queensland Fire and Rescue Service shall be 
contacted immediately. An emergency should be declared on site, and all personnel should directly 
assemble at the site evacuation point for roll call. 

 

8.4 Cyclone Management 
It is recommended that staff remain in contact with each other during times of extreme weather events and 
plan accordingly, eliminating the possibility of staff being caught out in extreme weather events. 

8.4.1 Minimising Cyclone Damage 

To minimise the potential damage caused by cyclones, the following measures are to be adopted: 

• Ensure buildings are built to cyclone standards of local council. 

• Eliminate loose objects on site that can act as projectiles during cyclones. 
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8.4.2 Cyclone Issued Warnings 

When a cyclone warning is issued the progress of the cyclone is to be monitored and if requested by local 
authorities or Site Supervisor the site is to be evacuated. 

All work is to cease, and erosion and sediment controls to be implemented to prevent loss of any stockpiled 
material. Cover materials must consist of soils that have been assessed as having low erodibility and are 
able to withstand water velocity up to 0.7m/s without any significant erosion. 

Waste temporarily stored onsite must be removed from the site to a facility licensed to accept such wastes. 

Under the circumstances, if the site is unable to be evacuated the following measures are to be undertaken: 

• Park vehicles under shelter, 

• All loose items to be secured, 

• Tape or board up windows, 

• Remain indoors until advised it’s safe, 

• Disconnect electrical appliances; and 

• Be aware of radio updates. 

Any injuries obtained should be noted and treated. If injuries are outside the scope of medical expertise of 
personnel present, contact 000 or the local hospital directly. 

8.5 Emergency Contact Numbers 

Project Contact Details 

Emergency Services 

Ambulance, Fire or Police 000 

Poisons Information 13 11 26 

Utilities for Mareeba 

Water (Flood/ Storm Assistance) 132 500 

Electricity (Power outages) 132 296 

Gas (Supagas emergency line) 1300 651 106 

Telephone (Ergon Energy) 132 296 

DETSI (24-hour pollution line) 1300 130 372 or email: 
pollutionhotline@detsi.qld.gov.au  

Site Manager 

Barry Warne 
Office: (07) 4047 8300 

Mobile: 0438 581 107 

Other Contacts 

Darren Caddy, Operations Manager - Extractive 
Office: (07) 4047 8315 

Mobile: 0407 489 493 

mailto:pollutionhotline@detsi.qld.gov.au
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9 INCIDENT MANAGEMENT 
9.1 What is an Incident 
An incident is any non-compliance with this SBMP. This may include but is not limited to: 

• Spills from vehicle maintenance or refuelling outside bunded areas, 

• Complaints regarding the facility, 

• Contaminated water leaving the site during high rainfall events/floods, 

• Spilling of products, 

• Damage to site bunds or chemical storage infrastructure, 

• Damage to stormwater diversions and ESC, 

• Dusty, odorous or noisy conditions; and 

• Unauthorised waste disposal. 

9.2 Incident Investigation 
All incidents shall be investigated by the Site Supervisor to determine: 

• Nature, type, location and extent of the incident and the affected area, 

• Actual and/or potential environmental impacts of the incident (see below), 

• Suspected cause of the incident, 

• Measures required to mitigate any further environmental harm, 

• Remedial measures required to correct any environmental harm; and 

• Measures to be implemented to prevent a recurrence of the incident. 

The requirements for the environmental assessment of impacts of an incident shall be determined by an 
Environmental Consultant. The assessment may include environmental monitoring of contaminant releases 
in relation to land, water, noise, air and light (in addition to routine monitoring requirements). Based on the 
nature and type of the incident, the Environmental Consultant shall determine: 

• Sampling and analytical requirements,  

• Applicable guidelines or levels to apply to data for assessing compliance and level of impact; and 

• Reporting requirements 

Any monitoring shall be undertaken by a competent person, and all monitoring equipment shall be 
appropriately maintained, calibrated and operated. Monitoring will be designed in consultation with PNQ and 
Department of Environment, Tourism, Science and Innovation (DETSI). 

9.3 Incident Reporting 
In accordance with the Environmental Protection Act 1994 (EP Act), serious or material environmental harm 
(Material harm defined as greater than $5,000 to clean up and/or restore environment, Serious harm defined 
as greater than $50,000 to clean up and/or restore environment) shall be reported by PNQ to DETSI within 
24 hours of becoming aware of the event in accordance with the Duty to Notify (refer to Section 320 of the 
EP Act). Minor incidents (e.g. hydraulic oil leaks less than 20L) are to be reported in the site diary and 
cleaned up or remediated. 

All personnel are responsible for reporting all incidents to the Site Supervisor. All incidents are to be 
recorded on the Incident Report Form provided in Appendix C.   
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The Site Supervisor shall telephone DETSI as soon as practical after becoming aware of any release of 
contaminants not in accordance with the EA. Following this, a written notice detailing the following 
information must be provided within 14 days of the initial notification: 

• The name of the operator, including their approval / registration number, 

• The name and telephone number of a designated contact person, 

• Quantity and substance released, 

• Vehicle and registration details, 

• Person/s involved (driver any others), 

• The location and time of the release, 

• The suspected cause of the release, 

• A description of the effects of the release, 

• The results of any sampling performed in relation to the release, 

• Actions taken to mitigate any environmental harm caused by the release; and 

• Proposed actions to prevent a recurrence of the release. 

 

DEPARTMENT OF ENVIRONMENT, TOURISM, SCIENCE AND INNOVATION 

Environmental services and Regulation Ɩ Northern Region 

5B Sheridan Street, Cairns QLD 4870 

PHONE: 1300 130 372 

 

POLLUTION HOTLINE 
1300 130 372 

 

9.4 Incident Prevention 
• To increase site safety, the appropriate personnel protection equipment is required at all times, 

• Analysis of past incidents and potential future incidents is required to identify and minimise recurrences, 

• Training and environmental awareness information; and 

• Liaison with environmental consultants and DETSI officers. 
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10 TRAINING, RECORDS, AND REVIEW 
10.1 Training 
All PNQ staff employed on the site to have completed a site induction by the Site Supervisor. The induction 
training will include the following: 

• Familiarisation with the requirements of this Site Based Management Plan, 

• Familiarisation with site environmental controls, 

• Process for management of environmental incidents, 

• Legislations applicable to the extractive industry such as permits, approvals, and licences, 

• Environmental duty of care and duty to notify, 

• Cultural heritage duty of care and duty to notify, 

• Operational requirements to meet design specifications including pond management, stormwater 
management, surface water monitoring etc,  

• Spill kit use and response, 

• Guidelines on waste management and chemicals,   

• Identification and source separation of recyclable materials, 

• Equipment, maintenance, refuelling procedures, 

• Dust control measures; and 

• Stormwater management measures. 

PNQ may combine the Work Health and Safety (WHS) and Environmental induction into one. A record of site 
induction for all personnel will be made available on the Site Environmental Inductions Register. 

10.2 Records Management 
A copy of the Environmental Authority and SBMP shall be always kept in the PNQ site office. Any record or 
document required as an outcome of this SBMP or requested by a regulatory authority must be kept at the 
site for a period of 5 years in accordance with the EA and be available to an authorised person. 

Records must be kept of the key environmental performance indicators, monitoring results, corrective 
actions, environmental incidents and complaints, reports to management, and any records required by law 
such as regulated waste tracking. 

The records collected are to be made available upon request of administering authority. A weekly inspection 
checklist has been provided as Appendix D. 

10.3 Audit and Review 
The SBMP audit shall be undertaken by a third-party auditor nominated by the holder of the permit (PNQ) 
and undertaken on an annual basis in accordance with the EA. Following each audit, the SBMP shall be 
reviewed and updated where necessary. 
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Appendix A Environmental Authority 
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Appendix B Site Layout Plan 
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Appendix C Incident Report Form 
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1. Project No & Name:                                          Log No:  

2.  Location  Date  Time  
3.  Type of Incident  ⁯ Near Miss  

⁯ Environmental  
⁯ Damage to Equipment 
⁯ Other ________________ 

⁯ First Aid Injury   
⁯ Lost Time Injury   
⁯ Hazard 
⁯ Restricted Duties Injury 

⁯ Dangerous Event  
⁯ Medical Treatment Injury 
    Complaint  
 

4.  Incident Details 
(attach additional 
pages if required) 

 
 
 

5.  Details of 
 person(s) 
 involved 

Name: __________________________________________ ⁯ Male             ⁯ Female 
Date of Birth: __________________   Contact No: _________________________________ 
Residential Address: _________________________________________________________ 

6.  Employment Basis  ⁯ Full-time                                  
⁯ Casual  

⁯ Part-time  
⁯ Other ________________ 

⁯ Sub-Contractor     

7.  Employment Type ⁯ Admin  
⁯ Tradesperson  
⁯ Other: _____________ 

⁯ Professional 
⁯ Labourers & related workers   

⁯ Apprentice/Trainee  
⁯ Plant & Machine 
Operators/Drivers 

8.  Medical 
     Treatment  
     Taken 

Did injury occur   ⁯ Yes  ⁯  No     

Was first aid treatment given ⁯ Yes  ⁯ No   

9.  Equipment/ 
 Machinery 
 Details    

Make and Model: ______________________________ Plant/Rego No: __________________ 
Was the equipment/machinery  ⁯ repaired?       ⁯ returned to service?  
                                                   ⁯ written off?    ⁯ other ______________________________ 

10.  Witnesses  
(attach statements) ____________________________________ 

1.Printed Name                              Position                 
____________________________________ 
2.Printed Name                              Position                  

____________________________________ 
3.Printed Name                              Position                 

____________________________________ 
4.Printed Name                              Position                  

11.  Report Raised By  
___________________________________________________________________________ 
Printed Name                                                      Signature                                          Position                                      
Date  

12.  Supervisor  
  Review  ___________________________________________________________________________ 

Printed Name                                                      Signature                                          Position                                      
Date 

13.  HSE Advisor  Is further investigation required?  ⁭ Yes  ⁭ No         Related First/Aid  
                         
Incident Report No: 
Printed Name                                                      Signature                                          Date 

14. Closed Out By: 
___________________________________________________________________________ 
Printed Name                                                      Signature                                          Position                                      
Date 
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Appendix D Weekly Checklist 
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SITE BASED MANAGEMENT PLAN WEEKLY CHECKLIST    

CEMP ELEMENT Yes/No/NA Date Initial 
SURFACE AND GROUNDWATERS    
Are erosion and sediment controls in place at the site adequate for the works 
being undertaken? Do control measures require maintenance?    

Have overburden stockpiles and disturbed areas been stabilised where 
necessary?    

Have AASS and PASS material been treated or reburied as necessary?    
Are stabilised entry and exit points provided? Is any soil being transported 
onto public roads or highways?    

Are bunds in place to segregate clean and dirty water? Are drainage 
structures stabilised to minimise erosion?    

Has surface and groundwater monitoring been undertaken?    
CONTAMINATED LAND    
Are vehicles and plant in good operating condition (i.e. no oil or fuel leaks?)    
Are controls in place for refuelling or maintenance to prevent soil or water 
contamination from spills or leaks?    

Are chemicals stored in a covered and bunded impervious area?    
Is there evidence of any spills greater than 20 L at the site?    
Is any imported fill certified as clean (free of hazardous contaminants and not 
ASS)?    

Has any contaminated soil been encountered at the site?    
VEGETATION MANAGEMENT    
Are all works confined to the limits of the site?    
Has clearing of vegetation and ground disturbance been minimised where 
practicable?    

BUSHFIRE    
Any unauthorised burning at the site?    
NOISE/DUST IMPACTS    
No unnecessary use of horns or other audible signals on mobile plant or 
equipment.    

No unnecessary revving or idling of engines on mobile and stationary 
machines.    

Site kept neat and tidy?    
Dust reduction measures implemented and adequate for conditions?    
WASTE MANAGEMENT    
General wastes stored in covered bins?    
Recyclable materials segregated for recycling?    
Regulated wastes (i.e. waste oil) only removed from site by a regulated waste 
contractor? Are waste tracking documents available?    

Have any wastes been disposed of onsite?    
Wastes protected from rainfall and stormwater contact?    
DOCUMENTATION    
Is a copy of the SBMP readily available?    
Sight evidence of waste tracking paperwork, certification of fill, weed hygiene 
declarations and disposal receipts.    

Incident reporting and procedures - have all incidents have been documented 
on the “Incident Report Form” and correctly reported and investigated?    

Sight evidence of vehicle and equipment maintenance has been undertaken 
as per the manufacturer’s instructions.    
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SITE BASED MANAGEMENT PLAN WEEKLY CHECKLIST    

CEMP ELEMENT Yes/No/NA Date Initial 
Review site manager has records of daily site observations, actions and 
notifications in diary.    

Sight evidence of staff induction training.    
Have any complaints been received? Have incident reports been completed 
for complaints?    

 

Record non-compliances as an incident and address accordingly. 

 
 

Inspected by:  __________________________________________________  

 Print Name 

 

 __________________________ _______________ 

 Signature  Date 

  

 

Acknowledged by:  __________________________________________________  

 Print Name 

 

 __________________________ _______________ 

 Signature  Date 
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State Code Responses 



 

State Development Assessment Provisions v3.6 

State code 22: Environmentally relevant activities        Page 1 of 3 

State code 22: Environmentally relevant activities 
 

Guideline – SDAP State code 22: Environmentally Relevant Activities provides direction on how to address this code. 

 

Table 22.1: All development 
Performance outcomes Acceptable outcomes Response 

All ERAs 

PO1 Development is suitably located and designed to 
avoid or mitigate environmental harm to the acoustic 
environment.  

AO1.1 Development meets the acoustic quality 
objectives for sensitive receptors identified in the 
Environmental Protection (Noise) Policy 2019. 

Complies with AO1.1 
 
The proposed extraction area is located 
within the Rural Zone approximately 380 
metres from the nearest sensitive receptor.  

PO2 Development is suitably located and designed to 
avoid or mitigate environmental harm to the air 
environment.  

AO2.1 Development meets the air quality objectives of 
the Environmental Protection (Air) Policy 2019. 

Complies with AO2.1 

The proposed development is located within 
a rural area. Ambient air quality is influenced 
by existing agricultural activities. The 
proposal would not result in environmental 
harm given that it is located approx. 380 
metres east of the nearest sensitive receptor. 

PO3 Development (other than intensive animal 
industry for poultry farming), is suitably located and 
designed to avoid or mitigate environmental harm on 
adjacent sensitive land uses caused by odour.  

No acceptable outcome is prescribed. 
Not applicable 

The proposal is for extractive industry. No 
odour would be generated by the proposed 
development. 

PO4 Development is suitably located and designed to 
avoid or mitigate environmental harm to the receiving 
waters environment. 

AO4.1 Development meets the management intent, 
water quality guidelines and objectives of the 
Environmental Protection (Water and Wetland 
Biodiversity) Policy 2019.  

Complies with AO4.1 

The proposed extraction activities would be 
undertaken strictly in accordance with the 
Environmental Assessment Report 
(Appendix D) and Site Based Management 
Plan (Appendix E).  Sediment basins would 
be strategically located on-site to capture and 
prevent discharge of sediment laden water to 
watercourses.  

https://www.ehp.qld.gov.au/management/planning-guidelines/legislation/developing-application-process/
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Performance outcomes Acceptable outcomes Response 

PO5 Development is designed to include elements 
which: 
1. prevent or minimise the production of hazardous 

contaminants and waste as by-products; or 
2. contain and treat hazardous contaminants on-site 

rather than releasing them into the environment; 
and  

3. provide secondary containment to prevent the 
accidental release of hazardous contaminants to 
the environment from spillage or leaks.  

No acceptable outcome is prescribed.  
 

Complies with PO5 

The proposal is for the extraction of sand 
only. No hazardous contaminants or wastes 
would be generated by the proposal. 

PO6 Environmentally hazardous materials located 
on-site are stored to avoid or minimise their release into 
the environment due to inundation during flood events. 

No acceptable outcome is prescribed.  
 

Not applicable 

No environmentally hazardous materials 
would be stored on-site as part of this 
proposal. 

All development – matters of state environmental significance  

PO7 Development is designed and sited to:  
1. avoid impacts on matters of state environmental 

significance; or  
2. minimise and mitigate impacts on matters of state 

environmental significance after demonstrating 
avoidance is not reasonably possible; and  

3. provide an offset if, after demonstrating all 
reasonable avoidance, minimisation and mitigation 
measures are undertaken, the development results 
in an acceptable significant residual impact on a 
matter of state environmental significance. 

Statutory note: For Brisbane core port land, an offset may only be 
applied to development on land identified as E1 Conservation/Buffer, 
E2 Open Space or Buffer/Investigation in the Brisbane Port LUP 
precinct plan.  

No acceptable outcome is prescribed. 
Complies with PO7 

The proposed area of extraction avoids areas 
of mapped regulated vegetation Category B 
(Least Concern) regional ecosystem. There 
are no protected plants within the proposed 
extraction area. The site is currently utilised 
for agricultural production, horticultural 
cropping and the balance is vacant. The 
proposal would not adversely impact matters 
of state environmental significance. 

Intensive animal industry – poultry farming (ERA 4(2)) 

PO8 Poultry farming development (where farming 
more than 200,000 birds) is suitably located and 
designed to avoid or mitigate environmental harm on 
adjacent sensitive land uses, caused by odour.  
 

AO8.1 For poultry farming involving 300,000 birds or 
less, development meets the separation distances as 
determined using the S-factor methodology to: 
1. a sensitive land use in a rural zone; and 
2. boundary of a non-rural zone. 
 

OR 

Not applicable 

The proposal is for extractive industry. 
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Performance outcomes Acceptable outcomes Response 
 

AO8.2 Development meets the separation distances as 
determined by odour modelling using the following 
criteria: 
1. 2.5 odour units, 99.5 percent, 1 hour average for a 

sensitive land use in a rural zone; or 
2. 1.0 odour units, 99.5 percent, 1 hour average for 

the boundary of a non-rural zone. 

 

 



REPORT 

430797  |  148 Yolanda Drive, Annandale  |  A  |  9 June 2026 

rpsgroup.com 

 
 

Planning Scheme Code Responses 
 



406005: Lot 99 Bullaburrah Creek Road, Dimbulah 

 Mareeba Shire Council Planning Scheme 2016 
Part 6: Zones 

Code Compliance Table – 6.2.9 Rural Zone Code 
Page 1 of 6 

 

6.2.9 Rural Zone Code  

6.2.9.1 Application 

1) This code applies to assessing development where:  

(a) located in the Rural zone; and  

(b) it is identified in the assessment benchmarks for assessable development and requirements for accepted development column of an assessment 
table in Part 5 of the planning scheme. 

6.2.9.2 Purpose  

1) The purpose of the Rural zone code is to:  

(a) provide for rural uses including cropping, intensive horticulture, intensive animal industries, animal husbandry, animal keeping and other primary 
production activities; 

(b) provide opportunities for non-rural uses that are compatible with agriculture, the environmental features, and landscape character of the rural 
area where the uses do not compromise the long-term use of the land for rural purposes; 

(c)  protect or manage significant natural resources and processes to maintain the capacity for primary production. 

2) Mareeba Shire Council's purpose of the Rural zone code is to recognise the importance of primary production to the economy of the region and to 
maintain and strengthen the range of primary industries which contribute to the rural economy.  

The purpose of the Rural zone code is to:  

(a) recognise the diversity of rural uses that exists throughout the region; 

(b) protect the rural character of the region;  

(c) provide facilities for visitors and tourists that are accessible and offer a unique experience;  

(d) protect the infrastructure of the Mareeba-Dimbulah Irrigation Scheme Area from development which may compromise long term use for primary 
production;   

(e) maintain distinct boundaries between the rural areas and the villages, towns and urban areas of the region;   

(f) provide for a range of uses, compatible and associated with rural or ecological values including recreational pursuits and tourist activities;   

(g) prevent adverse impacts of development on ecological values;   

(h) preserve land in large holdings; and  

(i) facilitate the protection of strategic corridors across the landscape which link remnant areas of intact habitat and transport corridors.  
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3) The purpose of the Rural zone code will be achieved through the following overall outcomes:  

(a) Areas for use for primary production are conserved and fragmentation below economically viable lot sizes is avoided;   

(b) The establishment of a wide range of rural pursuits is facilitated, including cropping, intensive horticulture, forestry, intensive animal industries, 
animal husbandry and animal keeping and other compatible primary production uses;  

(c) The establishment of extractive industries, mining and associated activities and alternative forms of energy generation is appropriate where 
environmental impacts and land use conflicts are minimised;   

(d) Uses that require isolation from urban areas as a consequence of their impacts such as noise or odour may be appropriate where land use 
conflicts are minimised;   

(e) Development is reflective of and responsive to the environmental constraints of the land;   

(f) Residential and other development is appropriate only where directly associated with the rural nature of the zone;  

(g) Low-impact tourism and recreation activities do not compromise the long-term use of the land for rural purposes; 

(h) The viability of both existing and future rural uses and activities is protected from the intrusion of incompatible uses;  

(i) Visual impacts of clearing, building, materials, access ways and other aspects of development are minimised or appropriately managed; 

(j) Adverse impacts of development both on-site and from adjoining areas are avoided and any impacts are minimised through location, design, 
operation and management; and  

(k) Natural features such as creeks, gullies, waterways, wetlands and bushland are retained, managed, enhanced and separated from adjacent 
development.  

6.2.9.3 Criteria for Assessment  

Table 6.2.9.3 – Rural Zone Code – For acceptable development subject to requirements and assessable development.  

Performance outcomes Acceptable outcomes Applicant response 

For accepted development subject to requirements and assessable development. 

Height 

PO1 

Building height takes into consideration and 

AO1.1  

Development, other than buildings used for rural 

Not applicable 

The proposed development is for Material Change 
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Performance outcomes Acceptable outcomes Applicant response 

respects the following:  

(a) the height of existing buildings on adjoining 
premises;  

(b) the development potential, with respect to 
height, on adjoining premises;  

(c) the height of buildings in the vicinity of the 
site;  

(d) access to sunlight and daylight for the site 
and adjoining sites;  

(e) privacy and overlooking; and  

(f) site area and street frontage length. 

activities, has a maximum building height of:  

(a) 8.5 metres; and  

(b)  2 storeys above ground level. 

of Use (Extractive Industry). No buildings are 
proposed as part of this application. 

AO1.2  

Buildings and structures associated with a rural 
activity including machinery, equipment, packing 
or storage buildings do not exceed 10 metres in 
height. 

Complies with AO1.2 

Structures associated with screening of material 
would not exceed 10 metres in height. 

Siting, where not involving a Dwelling house.  

Note – Where for Dwelling house, the setbacks of the Queensland Development Code Apply 

PO2  

Development is sited in a manner that considers 
and respects:  

(a) the siting and use of adjoining premises; 

(b) access to sunlight and daylight for the site 
and adjoining sites;  

(c) privacy and overlooking;  

(d) air circulation and access to natural breezes; 

(e) appearance of building bulk; and  

(f) relationship with road corridors. 

AO2.1  

Buildings and structures include a minimum 
setback of:  

(a) 40 metres from a frontage to a State 
controlled road; and  

(b) 10 metres from a boundary to an adjoining lot. 

Complies with AO2.1 

Proposed screening of material would be located 
at least 10 metres from the boundary with 
adjoining lots. 

AO2.2  

Buildings and structures, where for a Roadside 
stall, include a minimum setback of 0 metres from 
a frontage to a road that is not a State-controlled 
road. 

Not applicable 

The proposal is for extractive industry. 
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Performance outcomes Acceptable outcomes Applicant response 

AO2.3  

Buildings and structures, expect where a 
Roadside stall, include a minimum setback of:  

(a) 10 metres from a frontage to a sealed road 
that is not a State-controlled road; and  

(b) 100 metres from a frontage to any other road 
that is not a State controlled road; 

Complies with AO2.3 

Proposed screening activities would be setback a 
minimum of 10 metres from Bullaburrah Creek 
Road and Wolframe Road. 

Accommodation Density 

PO3  

The density of Accommodation activities:   

(a) respects the nature and density of 
surrounding land use;   

(b) is complementary and subordinate to the rural 
and natural landscape values of the area; and  

(c) is commensurate to the scale and frontage of 
the site. 

AO3.1  

Residential density does not exceed one dwelling 
house per lot. 

Not applicable 

The proposal is for extractive industry only. 

AO3.2  

Residential density does not exceed two dwellings 
per lot and development is for:  

(a) a secondary dwelling; or  

(b) Caretaker’s accommodation and includes 
building work or minor building work with a 
maximum gross floor area of 100m2; or  

(c) Rural worker’s accommodation. 

Not applicable 

The proposal is for extractive industry only. 

For Assessable Development 

Site Cover 
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Performance outcomes Acceptable outcomes Applicant response 

PO4  

Buildings and structures occupy the site in a 
manner that:  

(a) makes efficient use of land;  

(b) is consistent with the bulk and scale of 
buildings in the surrounding area; and  

(c) appropriately balances built and natural 
features. 

AO4 

No Acceptable outcome is provided   

Not applicable 

The proposal is for extractive industry only. No 
buildings are proposed.  

PO5 

Development complements and integrates with 
the established built character of the Rural zone, 
having regard to:  

(a) roof form and pitch;  

(b) eaves and awnings;   

(c) building materials, colours and textures; and 

(d) window and door size and location. 

AO5 

No acceptable outcome is provided   

Not applicable 

The proposal is for extractive industry only. No 
buildings are proposed. 

Amenity  

PO6  

Development must not detract from the amenity of 
the local area, having regard to:  

(a) noise;  

(b) hours of operation;  

AO6 

No acceptable outcome is provided 

 Able to comply with PO6 

The proposal for extractive industry would ensure 
that screening activities are adequately setback 
from front, side and rear boundaries, operation of 
the proposal would be conducted in accordance 
with the prepared Site Based Management Plan, 
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Performance outcomes Acceptable outcomes Applicant response 

(c) traffic; 

(d) advertising devices;  

(e) visual amenity;   

(f) privacy;  

(g) lighting;  

(h) odour; and  

(i) emissions. 

provided as Appendix E.   

PO7  

Development must take into account and seek to 
ameliorate any existing negative environmental 
impacts, having regard to:   

(a) noise;  

(b) hours of operation;  

(c) traffic; 

(d) advertising devices;  

(e) visual amenity;   

(f) privacy;  

(g) lighting;  

(h) odour; and  

(i) emissions. 

AO7 

No acceptable outcome is provided 

Able to comply with PO7 

The proposal would be undertaken strictly in 
accordance with the Environmental Assessment 
Report (Appendix D) and the Site Based 
Management Plan (Appendix E), to where 
possible avoid or otherwise mitigate potential 
environmental impacts.  
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8.2.1 Agricultural Land Overlay Code 

8.2.1.1 Application 

(1) This code applies to assessing development where:  

(a) land the subject of development is located within identified on the Agricultural land overlay maps (OM-001a-n); and 

(b) it is identified in the assessment benchmarks for assessable development and requirements for accepted development column of an assessment 
table in Part 5 of the planning scheme.  

Note – Agriculture is appropriately reflected in Overlay Map 1 and is required to be mapped by State Government in response to Economic Growth State Interests. 

8.2.1.2 Purpose  

(1) The purpose of the Agricultural land overlay code is to protect or manage important agricultural areas, resources, and processes which contribute to the 
shire’s capacity for primary production.   

(2) The purpose of the code will be achieved through the following overall outcomes:  

(a) The alienation, fragmentation or reduction in primary production potential of land within the ‘Class A’ area or ‘Class B’ area is avoided, except 
where:  

(i). an overriding need exists for the development in terms of public benefit,   

(ii). no suitable alternative site exists; and   

(iii). the fragmentation or reduced production potential of agricultural land is minimised;   

(b) ‘Class A’ areas and ‘Class B’ areas continue to be used primarily for more intensive agricultural activities which utilise the land quality provided in 
these areas;  

(c) Grazing on very large land holdings is maintained as the dominant rural activity in the ‘Broadhectare rural’ area; and  

(d) Land with the ‘Broadhectare rural’ area is maintained in its current configuration. 

8.2.1.3 Purpose  

Table 8.2.1.3 – Scenic Amenity Overlay Code – For acceptable development subject to requirements and assessable development.  

Performance outcomes Acceptable outcomes Applicant response 

For accepted development subject to requirements and assessable development. 
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Performance outcomes Acceptable outcomes Applicant response 

Where adjoining a Local scenic route 

PO1  

The fragmentation or loss of productive capacity 
of land within the ‘Class A’ area or ‘Class B’ area 
identified on the Agricultural land overlay maps 
(OM-001a-n) is avoided unless:  

(a) an overriding need exists for the development 
in terms of public benefit;  

(b) no suitable alternative site exists; and  

(c) loss or fragmentation is minimised to the 
extent possible. 

AO1.1  

Buildings and structures are not located on land 
within the ‘Class A’ area or ‘Class B’ area 
identified on the Agricultural land overlay maps 
(OM-001a-n) unless they are associated with:  

(a) animal husbandry; or  

(b) animal keeping; or  

(c) cropping; or  

(d) dwelling house; or  

(e) home based business; or  

(f) intensive animal industry (only where for 
feedlotting); or  

(g) intensive horticulture; or  

(h) landing; or  

(i) roadside stalls; or  

(j) winery. 

Complies with AO1.1 

The proposed development for Material Change 
of Use (Extractive Industry) would not involve any 
buildings or permanent structures.  

The proposed screening plant would be located 
temporarily on-site and relocated as required to 
facilitate screening of material. 

Whilst the site is mapped as Class A Agricultural 
land, the site is marginal and the proposed 
extraction area would exclude existing cropping 
areas. Upon completion of the proposed 
extraction, the area of extraction would be 
rehabilitated to facilitate future agricultural 
production.     

For assessable development 

PO2  

Sensitive land uses in the ‘Class A’ area, ‘Class B’ 
area or the ‘Broadhectare rural’ area identified on 
the Agricultural land overlay maps (OM-001a-

AO2  

No acceptable outcome is provided. 

 

Not applicable 

The proposal is for extractive industry. No 
sensitive land uses are proposed. 
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Performance outcomes Acceptable outcomes Applicant response 

n) are designed and located to:  

(a) avoid land use conflict;  

(b) manage impacts from agricultural activities, 
including chemical spray drift, odour, noise, 
dust, smoke and ash;  

(c) avoid reducing primary production potential; 
and  

(d) not adversely affect public health, safety and 
amenity.  

PO3 

Development in the ‘Class A’ area or ‘Class B’ 
area identified on the Agricultural land overlay 
maps (OM-001a-n):  

(a) ensures that agricultural land is not 
permanently alienated;  

(b) ensures that agricultural land is preserved for 
agricultural purposes; and  

(c) does not constrain the viability or use of 
agricultural land. 

AO3  

No acceptable outcome is provided. 

Able to comply with PO3 

The proposed development seeks to extract sand 
from areas of the site that are not currently utilised 
for agricultural production. The proposal for sand 
extraction and screening would include removal 
and stockpiling of topsoil, extraction and 
screening of the suitable sand resource prior to 
the rehabilitation of the site by means of 
backfilling and respreading of topsoil. Post 
completion of the rehabilitation works, agricultural 
use of the land would recommence.   

 

If for Reconfiguring a Lot 

PO4  

The ‘Broadhectare rural area’ identified on the 
Agricultural land overlay maps (OM001a-n) is 
retained in very large rural holdings viable for 

AO4  

Development does not involve the creation of a 
new lot within the ‘Broadhectare rural’ area 
identified on the Agricultural land overlay maps 

Not applicable 

The proposed is for Material Change of Use 
(Extractive Industry). 
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Performance outcomes Acceptable outcomes Applicant response 

broad scale grazing and associated activities. (OM-001a-n). 

PO5 

Reconfiguring a lot in the ‘Class A’ area, ‘Class B’ 
area or the ‘Broadhectare rural’ area identified on 
the Agricultural land overlay maps (OM-001a-
n) that is severed by a gazetted road occurs only 
where it does not fragment land used for 
agricultural purposes. 

AO5  

No acceptable outcome is provided. 

Not applicable 

The proposed is for Material Change of Use 
(Extractive Industry). 

PO6 

Any Reconfiguring a lot in the ‘Class A’ area, 
‘Class B’ area or the ‘Broadhectare rural’ area 
identified on the Agricultural land overlay maps 
(OM-001a-n), including boundary realignments, 
only occurs where it:  

(a) improves agricultural efficiency;  

(b) facilitates agricultural activity; or  

(c) facilitates conservation outcomes; or  

(d) resolves boundary issues where a structure is 
built over the boundary line of two lots. 

AO6  

No acceptable outcome is provided. 

Not applicable 

The proposed is for Material Change of Use 
(Extractive Industry). 
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8.2.3 Bushfire Hazard Overlay Code  

8.2.3.1 Application 

1) This code applies to assessing development where:  

(a) land the subject of development is located within a Bushfire hazard area and Potential impact buffer (100 metres) identified on the Bushfire 
hazard overlay maps (OM-003a-o); and 

(b) it is identified in the assessment benchmarks for assessable development and requirements for accepted development column of an assessment 
table in Part 5 of the planning scheme. 

Note—Natural hazards are appropriately reflected in Overlay Maps 3, 6 and 8 and are required to be mapped by State Government in response to Hazard and Safety State Interests. 

8.2.3.2 Purpose  

1) The purpose of the Bushfire hazard overlay code is to minimise the threat of bushfire to people and property.  

2) The purpose of the code will be achieved through the following overall outcomes: 

(a)  Development in a Bushfire hazard area is compatible with the nature of the hazard;  

(b) The number of people and properties subject to bushfire hazards are minimised through appropriate building design and location;   

(c) Development does not result in a material increase in the extent, duration or severity of bushfire hazard; and  

(d) Appropriate infrastructure is available to emergency services in the event of a bushfire. 

Criteria for assessment  

Table 8.2.2.3 – Bushfire hazard overlay code – For acceptable development subject to requirements and assessable development.  

Performance outcomes Acceptable outcomes Applicant response 

For accepted development subject to requirements and assessable development. 

Water supply for fire-fighting purposes 

PO1  

Development where within a ‘Bushfire hazard 
area’ and ‘Potential impact buffer (100 metres)’ 

Where within a ‘Bushfire hazard area’ and 
‘Potential impact buffer (100 metres)’ 
identified on the Bushfire hazard overlay maps 

Complies with AO1.2 

The proposed development for extractive industry 
includes provision for three (3) sediment basins, 2 
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Performance outcomes Acceptable outcomes Applicant response 

identified on the Bushfire hazard overlay maps 
(OM-003a-o) maintains the safety of people and 
property by providing an adequate, accessible 
and reliable water supply for fire-fighting purposes 
which is safely located and has sufficient flow and 
pressure characteristics. 

Note— A Bushfire hazard management plan must be prepared 
by suitably qualified persons in seeking to demonstrate 
compliance with the Performance outcome. 

(OM-003a-o)  

AO1.1  

Where in a reticulated water service area, the on-
site water supply has flow and pressure 
characteristics of 10 litres a second at 200 kPa.  

OR 

AO1.2 

Where access to the reticulated water network is 
not available, a minimum on site water storage of 
5,000 litres is provided that must comprise:  

(a) a separate tank; or  

(b) a reserve section in the bottom part of the 
main water supply tank;  

(c) or a dam;  

(d) or a swimming pool.  

Note—Where a water tank is provided for fire-fighting 
purposes it is fitted with standard rural fire brigade fittings and 
the tank is provided with a hardstand area for heavy vehicles.   

within the northern part lot and 1 within the 
southern part lot. The proposed sediment basins 
would provide for water supply for fire-fighting 
purposes in the absence of water reticulation. 

For assessable development 

Land use 

PO2  

Development within a ‘Bushfire hazard area’ and 
‘Potential impact buffer (100 metres)’ identified on 
the Bushfire hazard overlay maps (OM-003a-o) 
is appropriate to the bushfire hazard risk having 

AO2  

All buildings, structures, infrastructure and 
facilities associated with the following uses are 
located outside any area of the site located within 
a ‘Bushfire hazard area’ and a ‘Potential impact 

Not applicable 

The proposal is for extractive industry.  
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Performance outcomes Acceptable outcomes Applicant response 

regard to the:  

(a) the bushfire risk compatibility of development; 

(b) the vulnerability of and safety risk to persons 
associated with the use; and  

(c) consequences of bushfire in regard to impacts 
on essential infrastructure, buildings and 
structures.   

Note— A Bushfire hazard management plan must be prepared 
by suitably qualified persons in seeking to demonstrate 
compliance with the Performance outcome. 

buffer (100 metres)’ identified on the Bushfire 
hazard overlay maps (OM-003a-o):  

(a) child care centre; or  

(b) community care centre; or  

(c) correctional facility; or  

(d) educational establishment; or  

(e) emergency services; or  

(f) hospital; or  

(g) residential care facility; or  

(h) retirement facility; or  

(i) rooming accommodation; or  

(j) shopping centre; or  

(k) tourist park; or  

(l) tourist attraction. 

Lot Design 

PO3  

Reconfiguring a lot within a ‘Bushfire hazard area’ 
and ‘Potential impact buffer (100 metres)’ 
identified on the Bushfire hazard overlay maps 
(OM-003a-o) minimises the potential adverse 
impacts of bushfire on the safety of people, 
property and the environment through lot design 
that:  

(a) is responsive to the nature and extent of 

Where within a ‘Bushfire hazard area’ and 
‘Potential impact buffer (100 metres)’ 
identified on the Bushfire hazard overlay maps 
(OM-003a-o)   

AO3.1  

No new lots are created.   

OR 

Complies with AO3.1 

No new lots are created. The proposal is solely for 
Material Change of Use (Extractive Industry). 
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Performance outcomes Acceptable outcomes Applicant response 

bushfire risk; and   

(b) allows efficient emergency access to buildings 
for fire-fighting appliances.   

Note— A Bushfire hazard management plan must be prepared 
by suitably qualified persons in seeking to demonstrate 
compliance with the Performance outcome. 

AO3.2  

All lots include a building envelope that achieves 
a radiant heat flux level of 29kW/m2 at the 
permitter of the building envelope.   

Note—Where a radiant heat flux of 29kW/m2 is achieved and 
this relies on cleared or maintained land external to the land 
the subject of the development application it must be 
demonstrated that land external to the site will be maintained 
to a standard that does not exceed the level of bushfire hazard 
identified in a Bushfire hazard management plan. 

Firebreaks and access  

PO4 

In a ‘Bushfire hazard area’ and ‘Potential impact 
buffer (100 metres)’ identified on the Bushfire 
hazard overlay maps (OM-003ao), vehicular 
access is designed to mitigate against bushfire 
hazard by:  

(a) ensuring adequate access for firefighting and 
other emergency vehicles;  

(b) ensuring adequate access for the evacuation 
of residents and emergency personnel in an 
emergency situation, including alternative 
safe access routes should access in one 
direction be blocked in the event of a fire; and  

(c) providing for the separation of developed 
areas and adjacent bushland.   

Note—Where it is not practicable to provide firebreaks in 
accordance with A04.2 Fire Maintenance Trails are provided in 
accordance with the following: 

AO4.1  

In a ‘Bushfire hazard area’ and ‘Potential impact 
buffer (100 metres)’ identified on the Bushfire 
hazard overlay maps (OM-003ao), roads are 
designed and constructed: 

(a) with a maximum gradient of 12.5%;  

(b) to not use cul-de-sacs; and  

(c) a constructed road width and weather 
standard complying with Planning Scheme 
Policy 4 - FNQROC Regional Development 
Manual. 

Not applicable 

No new roads are required to support the 
proposal for extractive industry. 

AO4.2  

In a ‘Bushfire hazard area’ and ‘Potential impact 
buffer (100 metres)’ identified on the Bushfire 
hazard overlay maps (OM-003ao), firebreaks 
are provided:   

Complies with AO4.2 

The proposal would be located within existing 
cleared areas and provide for adequate 
separation from areas of mapped High and 
Medium Potential Bushfire Hazard. Proposed 
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Performance outcomes Acceptable outcomes Applicant response 

I. located as close as possible to the 
boundaries of the lot and the adjoining 
hazardous vegetation;  

II. the minimum cleared width not less 
than 6 metres;  

III. the formed width is not less than 2.5 
metres;  

IV. the formed gradient is not greater than 
15%;  

V. vehicular access is provided at both 
ends;  

VI. passing bays and turning areas are 
provided for fire-fighting appliances 
located on public land.   

Note— A Bushfire hazard management plan must be prepared 
by suitably qualified persons in seeking to demonstrate 
compliance with the Performance outcome. 

(a) consisting of a perimeter road that separates 
lots from areas of bushfire hazard;  

(b) a minimum cleared width of 20 metre;  

(c) a maximum gradient of 12.5%; and  

(d) a constructed road width and weather 
standard complying with Planning Scheme 
Policy 4 - FNQROC Regional Development 
Manual. 

internal haul routes would facilitate access to the 
site in the event of an emergency. 

Hazardous Materials 

PO5  

Public safety and the environment are not 
adversely affected by the detrimental impacts of 
bushfire of hazardous materials manufactured or 
stored in bulk.   

Note— A Bushfire hazard management plan must be prepared 
by suitably qualified persons in seeking to demonstrate 
compliance with the Performance outcome. 

AO5  

The processing or storage of dangerous goods or 
hazardous materials is not undertaken in a 
‘Bushfire hazard area’ and a ‘Potential impact 
buffer (100 metres)’ identified on the Bushfire 
hazard overlay maps (OM-003a-o). 

Not applicable 

The proposal for Material Change of Use 
(Extractive Industry) would not include the storage 
of dangerous or hazardous goods on-site. 
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Performance outcomes Acceptable outcomes Applicant response 

Landscaping  

PO6  

Landscaping within a ‘Bushfire hazard area’ and a 
‘Potential impact buffer (100 metres)’ identified on 
the Bushfire hazard overlay maps (OM-003a-o) 
does not result in a material increase in the 
extent, duration or severity of bushfire hazard 
having regard to: 

(a) fire ecology;   

(b) slope of site; and 

(c) height and mix of plant species.   

Note—Frost hollows and the associated grass kill facilitates a 
rapid curing of fuel and exacerbates bushfire hazard.   

Note— A Bushfire hazard management plan must be prepared 
by suitably qualified persons in seeking to demonstrate 
compliance with the Performance outcome. 

AO6 

No acceptable outcome is provided 

Not applicable 

No landscaping is proposed as part of this 
application. 

Infrastructure 

PO7  

Infrastructure services located in a ‘Bushfire 
hazard area’ and a ‘Potential impact buffer (100 
metres)’ identified on the Bushfire hazard 
overlay maps (OM-003a-o) are protected from 
damage or destruction in the event of a bushfire.    

Note— A Bushfire hazard management plan must be prepared 
by suitably qualified persons in seeking to demonstrate 
compliance with the Performance outcome. 

AO7  

The following infrastructure services are located 
below ground:  

(a) water supply;  

(b) sewer;  

(c) electricity;  

(d) gas; and 

(e) telecommunications 

Not applicable 

No infrastructures services are required for the 
proposed development. 
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Performance outcomes Acceptable outcomes Applicant response 

Private Driveways  

PO8  

All premises located in a ‘Bushfire hazard area’ 
and a ‘Potential impact buffer (100 metres)’ 
identified on the Bushfire hazard overlay maps 
(OM-003a-o) are provided with vehicular access 
that enables safe evacuation for occupants and 
easy access by fire-fighting appliances.   

Note— A Bushfire hazard management plan must be prepared 
by suitably qualified persons in seeking to demonstrate 
compliance with the Performance outcome. 

AO8  

Private driveways:  

(a) do not exceed a length of 60 metres from the 
street frontage;  

(b) do not exceed a gradient of 12.5%;  

(c) have a minimum width of 3.5 metres;  

(d) have a minimum vertical clearance of 4.8 
metres;  

(e) accommodate turning areas for firefighting 
appliances in accordance with the 
Queensland Fire and Emergency Services’ 
Fire Hydrant and Vehicle Access Guidelines; 
and  

(f) serve no more than three dwellings or 
buildings. 

Not applicable 

No private driveways are proposed or required. 
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8.2.6 Flood hazard overlay code 

8.2.6.1 Application 

1. This code applies to assessing development where:  

(a) land the subject of development is located within a Flood hazard area identified on the Flood hazard overlay maps (OM-006a-o); and  

(b) it is identified in the assessment benchmarks for assessable development and requirements for accepted development column of an assessment 
table in Part 5 of the planning scheme. 

Note—Natural hazards are appropriately reflected in Overlay Maps 3, 6 and 8 and are required to be mapped by State Government in response to Hazard and Safety State Interests. 

8.2.6.2 Purpose 

1. The purpose of the Flood hazard overlay code is to manage development outcomes in flood hazard areas identified on the Flood hazard overlay maps 
(OM-006a-o) so that risk to life, property, community and the environment during flood events is minimised, and to ensure that development does not 
increase the potential for flood damage on site or to other property.   

2. The purpose of the code will be achieved through the following overall outcomes:  

(a) Development in the ‘Extreme flood hazard area’:  

(i). maintains and enhances the hydrological function of the land; 

(ii). does not involve filling (earthworks) or changes to existing landform or drainage lines that results in a loss of the flood conveyance and flood 
storage capacity of the land;  

(iii). is limited to:   

A. flood proofed Sport and recreation activities;  

B. Rural activities where for Animal husbandry, Cropping or Permanent plantation;  

C. flood proofed Utility installations, Substations or Major electricity infrastructure;  

D. conservation and natural area management; and  

E. replacement of existing lawful development, including Accommodation activities where habitable rooms are elevated above the 
defined flood level and include freeboard; 

Where there is no increase to the number of persons at risk of flood and where development reduces existing or potential risks to life and 
property. 

(b) Development in the ‘High flood hazard area’: 

(i). maintains and enhances the hydrological function of the land; 
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(ii). does not involve filling (earthworks) or changes to the existing landform or drainage lines that results in a loss of the flood conveyance and 
flood storage capacity of the land; 

(iii). is limited to: 

A. flood proofed Sport and recreation activities and Club uses; 

B. Non-resident workforce accommodation, Relocatable home park, Resort complex, Rooming accommodation, Short term 
accommodation and Tourist park uses where these uses comprise permanent on-site management and a flood evacuation 
management plan ensures the health and safety of persons during a flood event; 

C. a Dwelling house only where the lot existed or had a lawful reconfiguring a lot approval at the commencement of the planning scheme 
and the land is included in a Residential zone or the Centre zone or where for minor intensification of existing Dwelling houses; 

D. Rural activities where for Animal husbandry, Cropping or Permanent plantation; 

E. Industrial activities and Commercial activities where it is accepted development that flood damage is incurred as an operational cost 
and where flood sensitive elements of the development or use are elevated above the defined flood level, including freeboard; 

F. flood proofed Utility installations, Substations or Major electricity infrastructure; 

G. conservation and natural area management; and 

H. replacement of existing lawful development; 

where there is no increase to the number of persons at risk of flood and where development reduces existing or potential risks to life and 
property. 

(iv). protects surrounding land and land uses from increased flood hazard impacts; 

(v). elevates habitable rooms for all accommodation activities (including where for minor building work) above the defined flood level, including 
freeboard. 

(c) Development in the ‘Significant flood hazard area’: 

(i). minimises risk to life and property from flood events;  

(ii). involves changes to the existing landform and drainage lines in this area only where detrimental impacts to the flood hazard risk of 
surrounding areas is avoided;  

(iii). is limited to: 

A. Sport and recreation activities;  

B. Industrial activities and Commercial activities where it is accepted development that flood damage is incurred as an operational cost and 
where flood sensitive elements of the development or use are elevated above the defined flood level, including freeboard;  
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C. Rural activities; 

D. Accommodation activities, excluding Residential care facility and Retirement facility; 

E. flood proofed Community activities, excluding Child care centre, Hospital and Community use where a flood emergency evacuation plan 
ensures the safety of people during a flood event; 

F. flood proofed Utility installations, Substations or Major electricity infrastructure;  

G. conservation and natural area management;  

(iv). locates habitable rooms for all accommodation activities above the defined flood level, including freeboard; and  

(v). locates the minimum floor level for all buildings other than accommodation activities, industrial activities and business activities above the 
defined flood level. 

(d) Development in the ‘Low flood hazard area’:  

(i). minimises risk to life and property from flood events;  

(ii). locates habitable rooms for all Accommodation activities above the defined flood level, including freeboard; and  

(iii). locates the minimum floor level for all buildings other than Accommodation activities above the defined flood level, including freeboard. 

(e) Development in the ‘Potential flood hazard area’: 

(i). maintains the safety of people on the development site from flood events and minimises the potential damage from flooding to property; 

(ii). does not result in adverse impacts on people’s safety, the environment or the capacity to use land within the floodplain; 

(iii). locates habitable rooms for all Accommodation activities above a 1% Annual Exceedance Probability (AEP), including freeboard; and 

(iv). locates the minimum floor level for all building work other than Accommodation activities above the 1% AEP flood level, including freeboard. 

8.2.6.3 Criteria for assessment  

Table 8.2.6.3A – Flood hazard overlay code – For accepted development subject to requirements and assessable development 

Performance outcomes Acceptable outcomes Applicant response 

For accepted development subject to requirements and assessable development 

All flood hazard areas 
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Performance outcomes Acceptable outcomes Applicant response 

PO1 

Development prevents the carriage or dispersal of 
contaminants or pollutants into the receiving 
environment. 

AO1 

The processing or storage of dangerous goods or 
hazardous materials is: 

(a) not undertaken in a flood hazard area 
identified on the Flood hazard overlay 
maps (OM-006a-o); or 

(b) is located above the defined flood level 
plus 0.3 metre freeboard. 

Not applicable 

The proposed development for Material Change 
of Use (Extractive Industry) would not involve the 
processing or storage of dangerous or hazardous 
materials and proposal would be adequately 
separated from the mapped flood hazard area. 

PO2 

Essential community infrastructure is able to 
function effectively during and immediately after 
flood events. 

AO2 

Design levels for buildings must comply with the 
flood immunity standards specified in Table 
8.2.6.3.B and Table 8.2.6.3.C where within a 
flood hazard area identified on the Flood hazard 
overlay maps (OM-006a-o). 

Not applicable 

No buildings are proposed as part of this 
application.  

Extreme flood hazard area 

PO3 

Development, where involving a Material change 
of use within an ‘Extreme flood hazard area’ on 
the Flood hazard overlay maps (OM006a-o), is 
appropriate to the flood hazard risk having regard 
to the: 

(a) likelihood and frequency of flooding; 

(b) flood risk acceptability of development; 

AO3.1 

Uses within the following activity groups are not 
located within an ‘Extreme flood hazard area 
identified’ on the Flood hazard overlay maps 
(OM006a-o): 

(a) Accommodation activities; 

(b) Commercial activities; 

(c) Community activities except where for a 
Club with a maximum gross floor area of 

Not applicable 

The proposal is for extractive industry and would 
not be located within the mapped flood hazard 
area. 
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Performance outcomes Acceptable outcomes Applicant response 

(c) vulnerability of and safety risk to persons 
associated with the use; 

(d) associated consequences of flooding in 
regard to impacts on proposed buildings, 
structures, and supporting infrastructure; 
and 

(e) associated consequences of flooding in 
respect to undue burden on disaster 
response recovery capacity and 
capabilities. 

100m2; 

(d) Industrial activities: 

(e) Rural activities, except where for Animal 
husbandry, Cropping, or Permanent 
plantation. 

AO3.2 

Sport and recreation activities are not located 
within an ‘Extreme flood hazard area’ identified on 
the Flood hazard overlay maps (OM006a-o) 
except where for: 

(a) Environment facility; 

(b) Park; or 

(c) Outdoor sport and recreation (excluding 
the provision of ancillary facilities or 
amenities conducted within a building). 

Not applicable 

The proposal is for extractive industry. 

PO4 

(a) Development is located and designed to:  
maintain and enhance the flood 
conveyance capacity of the premises; 

(b) not increase the number of people 
calculated to be at risk from flooding; 

(c) not increase the flood impact on adjoining 

AO4.1 

Buildings, including extensions to existing 
buildings, are: 

(a) not located within an ‘Extreme flood 
hazard area’ identified on the Flood 
hazard overlay maps (OM006a-o); or 

(b) elevated above the defined flood level, 

Not applicable 

No buildings are proposed as part of this 
application. 
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Performance outcomes Acceptable outcomes Applicant response 

premises; 

(d) ensure the safety of all persons by 
ensuring that development levels are set 
above the defined flood level; 

(e) reduce property damage; and 

(f) provide flood immune access to buildings. 

Note—Buildings may be constructed from flood resistant, 
waterproof materials below the defined flood level where 
certified by a qualified structural engineer to be flood proof 
(including the ability to withstand damage from floodwater and 
debris) and where an alternative outcome to AO4.1-AO4.4 is 
also demonstrated. 

Note—In the event that a lawful building or structure is 
destroyed by flood or other event the building may be replaced 
in situ where there is no increase in: 

i. gross floor area; or 

ii. PO5 the number of dwellings or bedrooms on 
the premises. 

with 0.3 metres freeboard from the 
defined flood level provided for habitable 
rooms within a dwelling. 

 

 

 

 

Not applicable 

No buildings are proposed as part of this 
application. 

 

 

 

 

AO4.2 

All building work must be high set and retains the 
flood storage and conveyance capacity of the 
premises. 

Note—Building work must be certified by a qualified structural 
engineer to be flood proof including the ability to withstand 
damage from floodwater and debris. 

AO4.3 

New buildings are provided with flood free 
pedestrian and vehicle evacuation access 
between the building and a flood safe accessible 
road. 

Note—A flood safe accessible road includes a road where 
identified as outside a flood hazard area or within a ‘Low flood 
hazard area’, ‘Potential flood hazard area’ or ‘Significant flood 
hazard area’ on the Flood hazard overlay maps (OM006a-o). 

Not applicable 

No buildings are proposed as part of this 
application. 

 

AO4.4 

Development does not increase the number of 
lots in the ‘Extreme flood hazard area’ identified 
on the Flood hazard overlay maps (OM006a-o) 
except where for the purposes of public open 

Not applicable  

The proposed is for Material Change of Use 
(Extractive Industry) only.  
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Performance outcomes Acceptable outcomes Applicant response 

space. 

PO5 

Development involving earthworks in a Flood 
hazard area below the defined flood level must 
protect life and property on premises and off 
premises through maintaining: 

(a) flood storage capacity of land; 

(b) flood conveyance function of land; 

(c) flood and drainage channels; 

(d) overland flow paths; and 

(e) flood warning times. 

AO5 

Filling above ground level is not undertaken in the 
‘Extreme flood hazard area’ identified on the 
Flood hazard overlay maps (OM006a-o). 

Not applicable 

The proposal for extractive industry would be 
adequately setback from the mapped flood hazard 
area. 

High flood hazard area 

PO6 

Development, where for a Material change of 
use within a ‘High flood hazard area’ identified 
on the Flood hazard overlay maps (OM-
006a-o), is appropriate to the flood hazard risk 
having regard to the: 

(a) likelihood and frequency of flooding; 

(b) flood risk acceptability of development; 

(c) vulnerability of and safety risk to persons 
associated with the use; 

AO6.1 

Uses within the following activity groups are not 
located within a ‘High flood hazard area’ 
identified on the Flood hazard overlay maps 
(OM006a-o): 

(a) Accommodation activities, except where 
for Dwelling house and only where the lot 
existed or had a lawful reconfiguring a lot 
approval at the commencement of the 
planning scheme and the land is included 
in a Residential zone or the Centre zone; 

(b) Community activities except where for a 

Not applicable 

The proposal is for extractive industry and would 
not be located within the mapped flood hazard 
area. 
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Performance outcomes Acceptable outcomes Applicant response 

(d) associated consequences of flooding in 
regard to impacts on proposed buildings, 
structures and supporting infrastructure; 
and 

associated consequences of flooding in respect to 
undue burden on disaster response recovery 
capacity and capabilities. 

Club with a maximum gross floor area of 
100m2; 

(c) Rural activities, except where for Animal  
husbandry,  Cropping  or Permanent 
plantation. 

 

 

 

 

 

Not applicable 

The proposal is for extractive industry. 

 

 

AO6.2 

Sport and recreation activities are not located 
within a ‘High flood hazard area’ identified on 
the Flood hazard overlay maps (OM006a-o) 
except where for: 

(a) Environment facility; 

(b) Park; or 

(c) Outdoor sport and recreation (excluding 
the provision of ancillary facilities or 
amenities conducted within a building). 

PO7 

Development is located and designed to: 

(a) maintain hydrological function of the 
premises; 

(b) not increase the number of people 
calculated to be at risk from flooding; 

(c) minimises the flood impact on 
adjoining premises; 

(d) ensure the safety of all persons by 

AO7.1 

Buildings, including extensions to existing 
buildings are: 

(a) not located within the ‘High flood 
hazard area’ identified on the Flood 
hazard overlay maps (OM006a-o); or 

(b) elevated above the defined flood level, 
with 0.3 metres freeboard from the 
defined flood level provided for 
habitable rooms within a dwelling. 

Not applicable 

No buildings are proposed as part of this 
application. 
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Performance outcomes Acceptable outcomes Applicant response 

ensuring that an appropriate proportion 
of buildings are set above the defined 
flood level; 

(e) reduce the carriage of debris in flood 
waters; 

(f) reduce property damage; and 

(g) provide flood immune access to 
buildings. 

Note—Buildings may be constructed from flood resistant, 
waterproof materials below the defined flood level where 
certified by a qualified structural engineer to be flood proof 
(including the ability to withstand damage from floodwater and 
debris) and where an alternative outcome to AO8.1-AO8.9 is 
also demonstrated. 

OR 

 

 

 

 

Not applicable 

No buildings are proposed as part of this 
application. 

 

AO7.2 

Buildings used for Commercial activities or 
Industrial activities include a minimum floor level 
of 0.3 metres above the defined flood where for 
the following components of the use: 

(a) administrative areas; or 

(b) services, plant and equipment 
associated with the building. 

Note—AO8.2 accepts that the cost of flood impact is an 
operational cost of the Commercial activity or Industrial 
activity. 

Note—Building work must be certified by a qualified structural 
engineer to be flood proof including the ability to withstand 
damage from floodwater and debris. 

AO7.3 

All building work below the defined flood level 
must be high set (comprising pier and beam 
construction) and retains the flood 

storage and conveyance capacity of the 
premises. 

Not applicable 

No buildings are proposed as part of this 
application. 

 

AO7.4 

New buildings are provided with flood free 
pedestrian and vehicle evacuation access 
between the building and a flood safe accessible 

Not applicable 

No buildings are proposed as part of this 
application. 
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Performance outcomes Acceptable outcomes Applicant response 

road. 

Note—A flood safe accessible road includes a road where 
identified as outside a flood hazard area or within a ‘Low 
flood hazard area’, ‘Potential flood hazard area’ or 
‘Significant flood hazard area’ on the Flood 

hazard overlay maps (OM006a-o). 

 

AO7.5 

New temporary, relocatable or impermanent 
buildings and structures are to be anchored 
with the ability to withstand transportation by 
floodwater. 

Note—Building work must be certified by a qualified structural 
engineer. 

Not applicable 

The proposed extraction area is not located within 
the mapped flood hazard area. 

AO7.6 

Dwellings do not exceed four bedrooms. 

Not applicable 

No dwellings are proposed as part of this 
application. 

 

AO7.7 

Building work on an existing dwelling does not 
comprise additional bedrooms. 

Not applicable 

No dwellings are proposed as part of this 
application. 

 

AO7.8 

Building work on an existing dwelling is limited 
to a maximum increase of 20 percent of the 

Not applicable 

No dwellings are proposed as part of this 
application. 
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Performance outcomes Acceptable outcomes Applicant response 

lawfully approved gross floor area of 

the existing dwelling. 

 

AO7.9 

Development does not increase the number of 
lots in the ‘High flood hazard area; as identified 
on the Flood hazard overlay maps (OM006a-
o) except where for the purposes of public open 
space. 

Not applicable 

The proposal is for Material Change of Use 
(Extractive Industry) only. 

Significant flood hazard area 

PO8 

Development involving earthworks in a Flood 
hazard area below the defined flood level must 
protect life and property on premises and off 
premises through maintaining: 

(a) flood storage capacity of land; 

(b) flood conveyance function of land; 

(c) flood and drainage channels; 

(d) overland flow paths; and 

flood warning times. 

AO8 

Filling above ground level is not undertaken in 
the ‘High flood hazard area’ identified on the 
Flood hazard overlay maps (OM006a- o). 

Not applicable  

The proposal is for extractive industry, which 
would not be located within a mapped flood 
hazard area. 

PO9 

Development, involving a Material change of 
use, within a ‘Significant flood hazard area’ on 
the Flood hazard overlay maps (OM006a-o) 

AO9 

The following uses are not located within a 
‘Significant flood hazard area’ identified on the 
Flood hazard overlay maps (OM006a- o): 

Not applicable  

The proposal is for extractive industry, which 
would not be located within a mapped flood 
hazard area. 
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Performance outcomes Acceptable outcomes Applicant response 

is appropriate to the flood hazard risk having 
regard to the: 

(a) likelihood and frequency of flooding; 

(b) flood risk acceptability of development; 

(c) vulnerability of and safety risk to persons 
associated with the use; 

(d) associated consequences of flooding in 
regard to impacts on proposed buildings, 
structures and supporting infrastructure; 
and 

(e) associated consequences of flooding in 
respect to undue burden on disaster 
response  recovery  capacity  and 
capabilities. 

(a) Residential care facility; 

(b) Retirement facility; 

(c) Child care centre; 

(d) Hospital; or 

(e) Community use. 

Significant flood hazard area, Low flood hazard area or Potential flood hazard area 

PO9 

Development, involving a Material change of 
use, within a ‘Significant flood hazard area’ on 
the Flood hazard overlay maps (OM006a-o) 
is appropriate to the flood hazard risk having 
regard to the: 

(a) likelihood and frequency of flooding; 

(b) flood risk acceptability of development; 

(c) vulnerability of and safety risk to persons 
associated with the use; 

(d) associated consequences of flooding in 

AO9 

The following uses are not located within a 
‘Significant flood hazard area’ identified on the 
Flood hazard overlay maps (OM006a- o): 

(a) Residential care facility; 

(b) Retirement facility; 

(c) Child care centre; 

(d) Hospital; or 

(e) Community use. 

Not applicable  

The proposal is for extractive industry, which 
would not be located within a mapped flood 
hazard area. 
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Performance outcomes Acceptable outcomes Applicant response 

regard to impacts on proposed buildings, 
structures and supporting infrastructure; 
and 

(e) associated consequences of flooding in 
respect to undue burden on disaster 
response  recovery  capacity  and 
capabilities. 

Significant flood hazard area, Low flood hazard area or Potential flood hazard area 

PO10 

Development, where involving a Material 
change of use or Building work, is located and 
designed to: 

(a) maintain hydrological function of the 
premises; 

(b) not increase the number of people 
calculated to be at risk from flooding; 

(c) minimises the flood impact on 
adjoining premises; 

(d) ensure the safety of all persons by 
ensuring that a proportion of buildings are 
set above the defined flood level; 

(e) reduce the carriage of debris in flood 
waters; 

(f) reduce property damage; and 

(g) provide flood immune access to 
buildings. 

AO10.1 

Buildings, including extensions to existing 
buildings are: 

(a) elevated above the defined flood 
level; and 

(b) the defined flood event does not 
exceed a depth of 600mm; and 

(c) elevated above the defined flood level 
plus 0.3 metres freeboard where for 
habitable rooms within a dwelling. 

OR 

Not applicable  

No buildings are proposed as part of this 
application. 

AO10.2 

Buildings used for Commercial activities or 
Industrial activities include a minimum floor level 
of 0.3 metres above the defined flood where for 
the following components of the use: 

(a) administrative areas; or 

Not applicable  

No buildings are proposed as part of this 
application. 
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Performance outcomes Acceptable outcomes Applicant response 

Note—Where the development is located in a ‘Potential flood 
hazard area’ identified on the Flood hazard overlay maps 
(OM006a-o) and there is no defined flood level a hydraulic 
(flood hazard assessment) report prepared by a RPEQ is 
required in substantiation of an alternative outcome is 
required or the defined flood level from the adjacent 
representative hazard zone is used. 

(b) services, plant and equipment 
associated with the building. 

Note—AO10.2 accepts that the cost of flood impact is an 
operational cost of the Commercial activity or Industrial 
activity. 

Note—Building work must be certified by a qualified 
structural engineer to be flood proof including the ability to 
withstand damage from floodwater and debris. 

 

 

 

 

 

Not applicable  

No buildings are proposed as part of this 
application. 

 

AO10.3 

All building work below the defined flood level 
must be high set (comprising pier and beam 
construction) and retains the flood storage and 
conveyance capacity of the premises. 

Note—Building work must be certified by a qualified 
structural engineer to be flood proof including the ability to 
withstand damage from floodwater and debris. 

PO11 

Development involving earthworks in a Flood 
hazard area below the defined flood level must 
protect life and property on premises and off 
premises through maintaining: 

(a) flood storage capacity of land; 

(b) flood conveyance function of land; 

(c) flood and drainage channels; 

(d) overland flow paths; and 

(e) flood warning times. 

AO11 

Development does not involve in excess of 50m3 
of fill above ground level per 1,000m2 of site 
area. 

Not applicable 

The proposal is for extractive industry outside the 
mapped flood impact area. 
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Performance outcomes Acceptable outcomes Applicant response 

For assessable development 

Where for Material change of use or Reconfiguring a lot that involves new gross floor area or increases the number of persons living, working or 
residing in the Extreme flood hazard area, High flood hazard area or Significant flood hazard area other than a Dwelling house. 

PO12 

Flood risk management minimises the impact 
on property and appropriately protects the 
health and safety of persons at risk of Extreme, 
high or significant flood hazard, and: 

(a) indicates the position and path of all 
safe evacuation routes off the site; and 

(b) if the site contains or is within 100 
metres of a flood hazard area, hazard 
warning signage and depth indicators are 
provided at key hazard points, such as at 
floodway crossings. 

Note—A Material change of use or Reconfiguring a lot that 
involves new gross floor area or increases the number of 
persons living, working or residing in the ‘Extreme flood 
hazard area’ identified on the Flood hazard overlay map 
(OM006a-o) is supported by a Flood Emergency Evacuation 
Plan prepared by suitably qualified persons having regard to 
Floodplain Management in Australia: Best Practice Principles 
and Guidelines (2000), prepared by Standing Committee on 

Agriculture and Resource Management (SCARM), CSIRO. 

AO12 

No acceptable outcome is provided. 

Not applicable 

The proposal is for Material Change of Use 
(Extractive Industry).  

Significant flood hazard area, Low flood hazard area or Potential flood hazard area 

PO13 AO13 Not applicable 
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Performance outcomes Acceptable outcomes Applicant response 

Development, where involving Reconfiguring a 
lot, is located and designed to: 

(a) maintain hydrological function of the 
premises; 

(b) not increase the number of people 
calculated to be at risk from flooding; 

(c) minimises the flood impact on 
adjoining premises; 

(d) ensure the safety of all persons by 
ensuring that a proportion of buildings are 
set above the defined flood level; 

(e) reduce the carriage of debris in flood 
waters; 

(f) reduce property damage; and 

(g) provide flood immune access to 
buildings. 

Note—Where the development is located in a ‘Potential 
flood hazard area’ identified on the Flood hazard overlay 
maps (OM006a-o) and there is no defined flood level a 
hydraulic (flood hazard assessment) report prepared by a 
RPEQ is required in substantiation of an alternative 
outcome is required or the defined flood level from the 
adjacent representative hazard 

zone is used. 

No acceptable outcome is provided. The proposal is for Material Change of Use 
(Extractive Industry). 

Table 8.2.6.3B Flood immunity levels 

Development Category Minimum design floor or pavement levels (mAHD) 

Category A 1% AEP + 0.5 metres 
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Category B 1% AEP + 0.3 metres 

Category C 1% AEP 

Category D 1% AEP 

Category E 2% AEP 

Note—Refer Table 8.2.6.3D for building classification by Category. 

Table 8.2.6.3C Community infrastructure flood immunity levels 

Development Type Minimum design floor or pavement levels 
(mAHD) 

Emergency services, where for:  

• Emergency Shelters 0.1% AEP 

• Police facilities 0.5% AEP 

• Other Emergency services 0.1% AEP + 0.5 metres 

Hospital 0.1% AEP+ 0.5 metres 

Community use (where for the storage of 
valuable records or items of historic or 
cultural significance including libraries and 
museums) 

0.5% AEP 

Special industry (where for power station) 0.5% AEP 

 

Development Type Minimum design floor or pavement levels 
(mAHD) 
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Substations 0.5% AEP 

Utility installation (where for a sewage 
treatment plant) 

Defined flood level 

Utility installation (where for a water 
treatment plant) 

0.5% AEP 

Utility installation (other) Alternative outcome required. 

Air services Alternative outcome required. 

Table 8.2.6.3D Development category 

Building Code of Development types and design Category – refer to 
Australia Building levels, assigned design floor or Table 8.2.6.3B for 

classification(1) pavement levels flood planning levels 

Class 1–4 Habitable room Category A 

Non-habitable room including patio and 

courtyard 

Category B 

Non-habitable part of a Class 2 or Class 
3 building excluding the essential 

services(2) control room 

Category B 

Parking located in the building 
undercroft of a multiple dwelling 

Category C 

Carport, unroofed car park; vehicular 

manoeuvring area 

Category D 
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Building Code of Development types and design Category – refer to 
Australia Building levels, assigned design floor or Table 8.2.6.3B for 

classification(1) pavement levels flood planning levels 

Essential electrical services(2) of a Class 

2 or Class 3 building only 

Category A 

Basement parking entry Category C + 0.3 
metres 

Class 5, 

Class 6, or 

Class 8 

Building floor level Category C 

Garage or car park located in the 

building undercroft 

Category C 

Carport or unroofed car park Category D 

Vehicular access and manoeuvring 

areas 

Category D 

Basement parking entry Category C 

Essential electrical services(2) Class 8 – Category 
Class 5 & 6 – Category 

A 

Class 7a Refer to the relevant building class specified in this table 

Class 7b Building floor level Category C 

Vehicular access and manoeuvring area Category D 

Essential electrical services(2) Category C 
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Building Code of Development types and design Category – refer to 
Australia Building levels, assigned design floor or Table 8.2.6.3B for 

classification(1) pavement levels flood planning levels 

Class 9 Building floor level Category A 

Building floor level for habitable rooms in 
Class 9a or 9c where for a Residential 

care facility 

0.2% AEP flood 

Building floor level for habitable rooms in 

Class 9b where involving children, such 
as a child care centre 

0.2% AEP flood 

Garage or car park located in the 

building undercroft 

Category C 

Carport or unroofed car park Category D 

Vehicular access and manoeuvring 

areas 

Category D 

Essential electrical services(2) Category A 

 

Building Code of Development types and design Category – refer to 

Australia Building levels, assigned design floor or Table 8.2.6.3B for 
classification(1) pavement levels flood planning levels 

Class 10a Car parking facility Refer to the relevant 

building class specified 



406005: Lot 99 Bullaburrah Creek Road, Dimbulah 
 

 Mareeba Shire Council Planning Scheme 2016 
Part 8: Overlays 

Code Compliance Table – 8.2.6 – Flood Hazard Overlay code 
Page 21 of 21 

 

in this table 

Shed or the like Category D 

Class 10b Swimming pool Category E 

Associated mechanical and electrical 
pool equipment 

Category C 

Other structures Flood planning levels 
do not apply 

(1) Refer to the Building Code of Australia for definitions of building classifications. 

(2) Essential electrical services include any area or room used for fire control panel, telephone PABX, sensitive substation equipment including transformers, low voltage switch gear, high voltage switch gear, 
battery chargers, protection control and communication equipment, low voltage cables, high voltage cables, and lift or pump controls. 
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8.2.12 Transport Infrastructure Overlay Code  

8.2.12.1 Application 

(1) This code applies to assessing development where: 

(a) land the subject of development adjoins a rail corridor identified on the 

Transport infrastructure overlay maps (OM-012a-j); and 

(b) it is identified in the assessment benchmarks for assessable development and requirements for accepted development column of an 
assessment table in Part 5 of the planning scheme. 

Note—State transport infrastructure is appropriately reflected in Overlay Map 12 and is required to be mapped by State Government in response to Infrastructure State Interests. 

Note—The Transport infrastructure overlay includes mapped Transport Noise Corridors in accordance with section 246ZA of the Building Act. These corridors are mapped on Transport infrastructure overlay 
maps (OM-012i-s) for information purposes only. Development on land within a mapped corridor is not subject to any specific provisions under this planning scheme. The Queensland Development Code 
should be consulted in this respect. 

8.2.12.2 Purpose  

(1) The purpose of the Transport infrastructure overlay code is to promote the ongoing and expanded use of rail corridors within the shire for the 
transportation of passengers and freight. 

(2) The purpose of the code will be achieved through the following overall outcomes: 

(a) Active ‘Rail corridors’ are protected from adjoining land uses which may prejudice their ongoing and expanded use; 

(b) Inactive ‘Rail corridors’ are preserved and protected for potential reuse for passenger or freight movements; 

(c) Non-residential development adjoining a ‘Rail corridor’ does not prevent the future use of the rail corridor by the site; and 

(d) Development compliments the use of ‘Rail corridors’ for tourist activities. 

8.2.12.3 Criteria for assessment  

Table 8.2.12.3 – Transport infrastructure overlay code – for accepted development subject to requirements and assessable development.   

Performance outcomes Acceptable outcomes Aplicant Response 

For accepted development subject to requirements and assessable development Not applicable 

The proposed development is for Material 
Change of Use (Extractive Industry). The site 
is not identified as being located within a rail 
corridor. 
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PO1 
Development does prejudice the: 
(a) ongoing operation of an active ‘Rail 

corridor’ identified on the Transport 
infrastructure overlay maps (OM- 
012a-j); or 

(b) the potential future use of an inactive 
‘Rail corridor’ identified on the 
Transport infrastructure overlay 
maps (OM-012a-j). 

AO1 
Buildings and structures are setback from a 
boundary with an active or inactive ‘Rail 
corridor’ identified on the Transport 
infrastructure overlay maps (OM-012a-j) 
a minimum of: 
(a) 40 metres where: 

(i) in the Rural zone; and 
(ii) on a site with an area of 2 

hectares or greater; or 
(b) 5 metres otherwise. 

 

For assessable development 

PO2 
Non-residential development adjoining a rail 
corridor identified on the Transport 
infrastructure overlay maps (OM-012a-j) is 
designed to allow for the future use of the ‘Rail 
corridor’ by the land use. 

AO2 
No acceptable outcome is provided 

Not applicable 

The site is not located within a rail corridor. 

PO3 
Development adjoining a ‘Rail corridor’ 
identified on the Transport infrastructure 
overlay maps (OM-012a-j) used for the 
transportation of tourists is designed to: 
(a) provide visual interest; 

(b) screen or enhance areas of limited 
visual interest; and 

(c) complement and enhance the 
character of the shire. 

AO3 
No acceptable outcome is provided 

Not applicable 

The site is not located within a rail corridor. 
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9.3.5 Industrial Activities Code   

9.3.5.1 Application 

1) This code applies to assessing development where:  

(a) involving Industrial activities; and  

(b) it is identified in the assessment benchmarks for assessable development and requirements for accepted development column of an assessment 
table in Part 5 of the planning scheme. 

9.3.5.1 Purpose  

1) The purpose of the Industrial activities code is to ensure Industrial activities are:  

(a) appropriately located within designated industrial areas;  

(b) established and operated in an efficient manner with minimal impact on the character, scale, amenity and environmental values of the 
surrounding area; and 

(c) managed to allow for progressive rehabilitation where involving Extractive industry. 

2) The purpose of the code will be achieved through the following overall outcomes:  

(a) Industrial activities are appropriately located having regard to topography, surrounding land uses, natural environment, accessibility, local 
character and potential social and community impacts;  

(b) Industrial activities meet the needs of the local community and the local economy through well located, safe and convenient points of service;  

(c) Industrial activities are designed to have minimal impact on the character, amenity and environment of the surrounding area;  

(d) Industrial activities provide a safe working environment;  

(e) Industrial activities are designed to promote sustainability and energy efficiency; 

(f)  Industrial activities are co-located with complimentary and compatible uses;  

(g)  External impacts associated with Extractive industry operations do not impact on the character and amenity of the surrounding area and the 
safety and wellbeing of the community;  

(h) Extractive industry operations are adequately separated from potentially incompatible land uses; and  

(i) Extractive industry sites are progressively rehabilitated. 
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9.3.5.3  Criteria for assessment  

Table 9.3.5.3 – Industrial activities code – For accepted development subject to requirements and assessable development 

Performance outcomes Acceptable outcomes Applicant response 

For accepted development subject to requirements and assessable development. 

Separation 

PO1  

Industrial activities are appropriately separated from 
sensitive uses to ensure their amenity is 
maintained, having regard to:  

(a) noise;  

(b) odour;  

(c) light; and  

(d) emissions.   

Note—Development proposed to be located closer than the 
separation distances specified in AO2 requires supporting 
investigations to demonstrate that the expected impacts from the 
industry use have been adequately mitigated in consideration of 
the local context.   

AO1 

Development is separated from sensitive uses as 
follows:   

(a) medium impact industry–250 metres; or  

(b) high impact industry–500 metres; or  

(c) special industry– 1.5 kilometres. 

Complies with AO1 

The proposed development is for Material 
Change of Use (Extractive Industry). With the 
exception of the owner’s residence, the 
proposed area of extraction is located 
approximately 380 metres from the nearest 
sensitive receptor to the west. 

For assessable development  

Amenity 

PO2  

Industrial activities protect and enhance the 
character and amenity of the locality and 

AO2  

No acceptable outcome is provided. 

Not applicable 

The proposal is for extractive industry. 
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Performance outcomes Acceptable outcomes Applicant response 

streetscape through the appropriate location and 
screening of:  

(a) air conditioning;  

(b) refrigeration plant;  

(c) mechanical plant; and   

(d) refuse bin storage areas. 

PO3 

Development avoids and, where unavoidable, 
mitigates impacts on ground water, particularly 
where ground water is heavily drawn upon for 
irrigation or domestic purposes. 

AO3  

No acceptable outcome is provided. 

Able to comply with PO3 

The proposal extraction activity would be 
undertaken in accordance with the Site Based 
Management Plan (Appendix E) and the 
Environmental Management Plan (Appendix 
D). 

If for Extractive Industry 

PO4 

The site has sufficient area and dimensions to 
safely accommodate:  

(a) the extractive use;   

(b) vehicular access and on site vehicular 
movements;  

(c) buildings including staff facilities;  

(d) parking areas for visitors and employees;  

(e) storage areas and stockpiles;  

(f) any environmentally significant land; and   

AO4 

No acceptable outcome is provided. 

Complies with PO4 

The development site has sufficient area and 
dimension to adequately accommodate the 
proposed extraction area, including screening 
activity, stockpile areas, sediment basins and 
internal haul roads. 

The proposed extraction area would be 
setback from existing easements, 
watercourses and areas of mapped regulated 
vegetation.  
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Performance outcomes Acceptable outcomes Applicant response 

(g) landscaping and buffer areas.   

Note—Refer to Planning Scheme Policy 3 - Extractive Industry. 

PO5  

Extractive industry is established and operated in a 
way that does not impact on public safety. 

AO5  

Safety fencing is provided for the full length of the 
perimeter of the site and is appropriately signed with 
warning signs advising of the nature of the use and 
any danger or hazard. 

Able to comply with PO5 

The development site is located within the 
Rural Zone and the proposed extraction area 
equate to approximately 22.17 hectares. The 
proposed development would be  
appropriately signed advising of the nature of 
the use and any potential hazards.  

The proposal would be established and 
operated in a manner consistent with existing 
extractive industry operations and suitably 
managed to prevent impacts on public safety. 

 

PO6 

Extractive industry is appropriately located to 
adequately mitigate visual, noise, vibration and dust 
impacts on sensitive uses. 

AO6 

All aspects of the Extractive industry are setback from 
all boundaries:  

(a) 200 metres where not involving blasting or 
crushing; and  

(b) 1,000 metres for where involving blasting or 
crushing.   

Note—Refer to Planning Scheme Policy 3 - Extractive Industry.   

Complies with PO6 

With the exception of the owner’s residence, 
the proposed extraction area is located a 
minimum of 380 metres east of the nearest 
sensitive receptor.  

PO7  

The Extractive industry is designed and managed 
to appropriately address its interface with the 

AO7.1  

The Extractive industry does not cause a reduction in 
the quality of ground water or receiving surface waters. 

Able to comply with AO7.1 

The Environmental Management Pan 
(Appendix D) has determined that the 
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Performance outcomes Acceptable outcomes Applicant response 

natural environment and landscape, having regard 
to:  

(a) water quality;  

(b) existing vegetation; and  

(c) declared plants. 

groundwater table is located at a depth of 7 
metres within the surrounding area. The 
proposed extraction activities would not 
impact groundwater sources. The proposed 
extraction area is setback from the Walsh 
River by approximately 325 metres. 

AO7.2 

Vegetation is retained on site that contributes towards 
alleviating the impact of the development on the visual 
amenity of surrounding sensitive land uses. 

Complies with AO7.2 

The proposed extraction area would be 
setback from the mapped regulated 
vegetation located within the north west 
corner of the site. The retained vegetation 
would partially buffer the proposed extraction 
activities from Wolfram Road. 

AO7.3  

No declared plants are transported from the site. 

Able to comply with AO7.3 

The Site Based Management Plan 
(Appendix E) would includes measures to 
prevent the spread of declared plants and 
weeds. 

PO8  

Extractive industry actively integrates rehabilitation 
into the ongoing operations on the site to 
progressively restore the site to its original (or an 
improved) condition, having regard to matters of:  

(a) locally prevalent plant species;  

(b) plant spacing;  

(c) local climatic conditions;  

AO8 

No acceptable outcome is provided. 

 

Complies with PO8 

The proposal is supported by an 
Environmental Management Plan (Appendix 
D) and Site Based Management Plan 
Appendix E), which outlines the progressive 
rehabilitation as part of the staged extraction 
activities.  
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(d) locations of waterways and wetlands;  

(e) ongoing maintenance; ( 

(f) potential habitat opportunities;  

(g) erosion and sediment control; and  

(h) fencing.   

Note—A revegetation plan must be prepared by a suitably 
experienced person in the field of natural area revegetation and 
rehabilitation, at a standard acceptable to Council, which 
addresses the items identified in Performance Outcome PO8. 
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9.4.3 Parking and Access Code  

9.4.3.1 Application 

This code applies to assessing development where it is identified in the assessment benchmarks for assessable development and requirements for 
accepted development column of an assessment table in Part 5 of the planning scheme 

9.4.3.2 Purpose  

1) The purpose of the Parking and access code is to ensure:  

(a) parking areas are appropriately designed, constructed and maintained;  

(b) the efficient functioning of the development and the local road network; and  

(c) all development provides sufficient parking, loading/service and manoeuvring areas to meet the demand generated by the use. 

2) The purpose of the code will be achieved through the following overall outcomes:  

(a) Land uses have a sufficient number of parking and bicycle spaces designed in a manner to meet the requirements of the user;   

(b) Parking spaces and associated manoeuvring areas are safe, functional and provide equitable access;   

(c) Suitable access for all types of vehicles likely to utilise a parking area is provided in a way that does not compromise the safety and efficiency of 
the surrounding road network;   

(d) Premises are adequately serviced to meet the reasonable requirements of the development; and 

(e) End of trip facilities are provided by new major developments to facilitate alternative travel modes. 

9.4.3.3  Criteria for assessment  

Table 9.4.3.3A – Parking and access code – For accepted development subject to requirements and assessable development.  

Performance outcomes Acceptable outcomes Applicant response 

For accepted development subject to requirements and assessable development. 

Car parking spaces 

PO1  

Development provides sufficient car parking to 

AO1 

The number of car parking spaces provided for the use 

Able to comply with PO1 

The development site is of sufficient area and 



406005:Lot 99 Bullaburrah Creek Road, Dimbulah 
 

 Mareeba Shire Council Planning Scheme 2016 
Part 9: Development Codes 

Code Compliance Table – 9.4.3 Parking and Access Code 
Page 2 of 9 

 

Performance outcomes Acceptable outcomes Applicant response 

accommodate the demand likely to be generated by 
the use, having regard to the:  

(a) nature of the use;  

(b) location of the site;  

(c) proximity of the use to public transport services; 

(d) availability of active transport infrastructure; and 

(e) accessibility of the use to all members of the 
community/  

is in accordance with Table 9.4.3.3B. 

Note – Car parking spaces provided for persons with a disability are 
to be considered in determining compliance with AO1. 

dimension to adequately accommodate 
vehicle parking on-site associated with the 
proposed extractive industry activity.  

Vehicle Crossovers 

PO2  

Vehicle crossovers are provided to: 

(a) ensure safe and efficient access between the 
road and premises;  

(b) minimize interference with the function and 
operation of roads; and  

(c) minimise pedestrian to vehicle conflict. 

AO2.1  

Vehicular access to/from Council roads is designed 
and constructed in accordance with the Standard 
drawings in Planning Scheme Policy 4 - FNQROC 
Regional Development Manual. 

Able to comply with AO2.1 

The proposal would utilise existing access 
crossovers from Wolfram Road and 
Bullaburrah Creek Road.  

AO2.2  

Development on a site with two or more road frontages 
provides vehicular access from: 

(a) the primary frontage where involving Community 
activities or Sport and recreation activities, unless 
the primary road frontage is a State-controlled 
road; or  

(b) from the lowest order road in all other instances. 

Able to comply with AO2.2  

The development site is comprised of two (2) 
part lots. Haul road access would be 
predominately via Wolfram Road.   

AO2.3  Able to comply with AO2.3 
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Vehicular access for particular uses is provided in 
accordance with Table 9.4.3.3E. 

The proposal would utilise existing access 
crossovers from Wolfram Road and 
Bullaburrah Creek Road. 

PO3  

Access, manoeuvring and car parking areas include 
appropriate pavement treatments having regard to:  

(a) the intensity of anticipated vehicle movements;  

(b) the nature of the use that they service; and  

(c) the character of the surrounding locality. 

AO3  

Access, manoeuvring and car parking areas include 
pavements that are constructed in accordance with 
Table 9.4.3.3C.   

Not applicable 

The proposal is for an extractive industry. The 
proposal would be conducted in accordance 
with the Environmental Management Plan 
(Appendix D) and the Site Based 
Management Plan (Appendix E). 

For Assessable Development  

Parking area location and design 

PO4  

Car parking areas are located and designed to:  

(a) ensure safety and efficiency in operation; and  

(b) be consistent with the character of the 
surrounding locality. 

AO4.1  

Car parking spaces, access and circulation areas have 
dimensions in accordance with AS/NZS 2890.1 Off-
street car parking. 

Not applicable 

The proposal is for an extractive industry. 

AO4.2  

Disabled access and car parking spaces are located 
and designed in accordance with AS/NZS 2890.6 
Parking facilities - Off-street parking for people with 
disabilities. 

Not applicable 

The proposal is for an extractive industry. 

AO4.3  

The car parking area includes designated pedestrian 

Not applicable 

The proposal is for an extractive industry. 
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routes that provide connections to building entrances 

AO4.4  

Parking and any set down areas are:  

(a) wholly contained within the site;   

(b) visible from the street where involving Commercial 
activities, Community activities, Industrial activities 
or a use in the Recreation and open space zone;  

(c) are set back behind the main building line where 
involving a Dual occupancy, Multiple dwelling, 
Residential care facility or Retirement facility; and   

(d) provided at the side or rear of a building in all other 
instances. 

Not applicable 

The proposal is for an extractive industry. 

Site access and manoeuvring  

PO5  

Access to, and manoeuvring within, the site is 
designed and located to:  

(a) ensure the safety and efficiency of the external 
road network;  

(b) ensure the safety of pedestrians;  

(c) provide a functional and convenient layout; and  

(d) accommodate all vehicles intended to use the 
site. 

AO5.1  

Access and manoeuvrability is in accordance with :  

(a) AS28901 – Car Parking Facilities (Off Street 
Parking); and  

(b) AS2890.2 – Parking Facilities (Off street Parking) 
Commercial Vehicle Facilities.    

Note—Proposal plans should include turning circles designed in 
accordance with AP34/95 (Austroads 1995) Design Vehicles and 
Turning Path Templates. 

Not applicable 

The proposal is for an extractive industry. 

AO5.2  Complies with AO5.2 
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Vehicular access has a minimum sight distance in 
accordance with Part 5 of AUSTROADS. 

The proposal includes vehicle access 
locations with sufficient sightlines along both 
Wolfram Road and Bullaburrah Creek Road. 

AO5.3  

Vehicular access is located and designed so that all 
vehicles enter and exit the site in a forward gear. 

Complies with AO5.3 

The development site is of sufficient area and 
dimension to facilitate on-site manoeuvring 
and all haulage and other vehicles to enter 
and exit in forward gear. 

AO5.4  

Pedestrian and cyclist access to the site:  

(a) is clearly defined;   

(b) easily identifiable; and   

(c) provides a connection between the site frontage 
and the entrance to buildings and end of trip 
facilities (where provided). 

Not applicable 

The proposal is for an extractive industry with 
the Rural Zone. 

PO6 

Development that involves an internal road network 
ensures that it’s design:  

(a) ensure safety and efficiency in operation; 

(b) does not impact on the amenity of residential 
uses on the site and on adjoining sites, having 
regard to matters of:  

i. hours of operation;  

AO6.1 

Internal roads for a Tourist park have a minimum width 
of:  

(a) 4 metres if one way; or 

(b) 6 metres if two way.  

Not applicable 

The proposal is for an extractive industry. 

AO6.2  

For a Tourist park, internal road design avoids the use 
of cul-de-sacs in favour of circulating roads, where 

Not applicable 

The proposal is for an extractive industry. 
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ii. noise  

iii. light; and   

iv. odour;  

(c) accommodates the nature and volume of 
vehicle movements anticipated to be generated 
by the use;   

(d) allows for convenient access to key on-site 
features by pedestrians, cyclists and motor 
vehicles; 

(e) and in the Rural zone, avoids environmental 
degradation. 

unavoidable, cul-de-sacs provide a full turning circle 
for vehicles towing caravans having:  

(a) a minimum approach and departure curve radius 
of 12 metres; and  

(b) a minimum turning circle radius of 8 metres. 

AO6.3  

Internal roads are imperviously sealed and drained, 
apart from those for an Energy and infrastructure 
activity or Rural activity. 

Not applicable 

The proposal is for an extractive industry. 

AO6.4  

Speed control devices are installed along all internal 
roads, apart from those for an Energy and 
infrastructure activity or Rural activity, in accordance 
with Complete Streets. 

Not applicable 

The proposal is for an extractive industry. 

AO6.5  

Internal roads, apart from those for an Energy and 
infrastructure activity or Rural activity, are illuminated 
in accordance with AS 4282 (as amended) - Control of 
Obtrusive effects of outdoor lighting. 

Not applicable 

The proposal is for an extractive industry. 

AO6.6 

Where involving an accommodation activity, internal 
roads facilitate unobstructed access to every dwelling, 
accommodation unit, accommodation site and building 
by emergency services vehicles. 

Not applicable 

The proposal is for an extractive industry. 
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AO6.7 

For an Energy and infrastructure activity or Rural 
activity, internal road gradients:  

(a) are no steeper than 1:5; or  

(b)  are steeper than 1:5 and are sealed. 

Not applicable 

The proposal is for an extractive industry. 

Servicing 

PO7  

Development provides access, manoeuvring and 
servicing areas on site that:  

(a) accommodate a service vehicle commensurate 
with the likely demand generated by the use;  

(b) do not impact on the safety or efficiency of 
internal car parking or manoeuvring areas; 

(c) do not adversely impact on the safety or 
efficiency of the road network; 

(d) provide for all servicing functions associated 
with the use; and  

(e) are located and designed to minimise their 
impacts on adjoining sensitive land uses and 
streetscape quality. 

AO7.1  

All unloading, loading, service and waste disposal 
areas are located:  

(a) on the site;   

(b) to the side or rear of the building, behind the main 
building line;  

(c) not adjacent to a site boundary where the 
adjoining property is used for a sensitive use. 

Not applicable 

The proposal is for an extractive industry. 

AO7.2  

Unloading, loading, service and waste disposal areas 
allow service vehicles to enter and exit the site in a 
forward gear. 

Not applicable 

The proposal is for an extractive industry. 

AO7.3  

Development provides a servicing area, site access 
and manoeuvring areas to accommodate the 
applicable minimum servicing vehicle specified in 

Not applicable 

The proposal is for an extractive industry. 



406005:Lot 99 Bullaburrah Creek Road, Dimbulah 
 

 Mareeba Shire Council Planning Scheme 2016 
Part 9: Development Codes 

Code Compliance Table – 9.4.3 Parking and Access Code 
Page 8 of 9 

 

Performance outcomes Acceptable outcomes Applicant response 

Table 9.4.3.3B. 

Maintenance 

PO8  

Parking areas are used and maintained for their 
intended purpose. 

AO8.1  

Parking areas are kept and used exclusively for 
parking and are maintained in a suitable condition for 
parking and circulation of vehicles. 

Not applicable 

The proposal is for an extractive industry. 

AO8.2  

All parking areas will be compacted, sealed, drained, 
line marked and maintained until such time as the 
development ceases. 

Not applicable 

The proposal is for an extractive industry. 

End of trip facilities 

PO9 

Development within the Centre zone; Industry zone 
or Emerging community zone provides facilities for 
active transport users that:  

(a) meet the anticipated demand generated from 
the use;  

(b) comprise secure and convenient bicycle 
parking and storage; and  

(c) provide end of trip facilities for all active 
transport users. 

AO9.1  

The number of bicycle parking spaces provided for the 
use is in accordance with Table 9.4.3.3D. 

Not applicable 

The proposal is for an extractive industry. 

AO9.2  

End of trip facilities are provided in accordance with 
Table 9.4.3.3D. 

Not applicable 

The proposal is for an extractive industry. 

If for Educational establishment or Child care centre where involving more than 100 vehicle movements per day or Renewable energy facility, 
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Sport and recreation activities or Tourist park 

PO10 

The level of traffic generated by the development 
on the surrounding local road network must not 
result in unacceptable impacts on adjacent land 
and local road users. 

AO10  

A traffic impact report is prepared by a suitably 
qualified person that identifies:  

(a) the expected traffic movements to be generated by 
the facility;   

(b) any associated impacts on the road network; and  

(c) any works that will be required to address the 
identified impacts. 

Not applicable 

The proposal is for an extractive industry. 

If for Educational establishment or Child care centre where involving more than 100 vehicle movements per day or Renewable energy facility, 
Sport and recreation activities or Tourist park 

PO11 

The level of traffic generated by the development 
on the surrounding local road network must not 
result in unacceptable impacts on adjacent land 
and local road users 

AO11  

A traffic impact report is prepared by a suitably 
qualified person that identifies:  

(a) the expected traffic movements to be generated by 
the facility;   

(b) any associated impacts on the road network; and  

(c) any works that will be required to address the 
identified impacts. 

Not applicable 

The proposal is for an extractive industry. 

 



406005: Lot 9 Bullaburrah Creek Road, Dimbulah 

 Mareeba Shire Council Planning Scheme 2016 
Part 6: Zones 

Code Compliance Table – 9.4.5 Works, Services and Infrastructure Code 
Page 1 of 13 

 

9.4.5 Works, services and infrastructure code  

9.4.5.1 Application 

(1) This code applies to assessing development where it is identified in the assessment benchmarks for assessable development and requirements for 
accepted development column of an assessment table in Part 5 of the planning scheme.  

9.4.5.2 Purpose  

(1)  The purpose of the Works, services and infrastructure code is to ensure that all development is appropriately serviced by physical infrastructure, public 
utilities and services and that work associated with development is carried out in a manner that does not adversely impact on the surrounding area.  

(2) The purpose of the code will be achieved through the following overall outcomes:  

(a) Development provides an adequate, safe and reliable supply of potable, firefighting and general use water in accordance with relevant standards;  

(b) Development provides for the treatment and disposal of wastewater and ensures there are no adverse impacts on water quality, public health, local 
amenity or ecological processes;  

(c) Development provides for the disposal of stormwater and ensures that there are no adverse impacts on water quality or ecological processes;  

(d) Development connects to the road network and any adjoining public transport, pedestrian and cycle networks while ensuring no adverse impacts on 
the safe, convenient and efficient operation of these networks;  

(e) Development provides electricity and telecommunications services that meet its desired requirements;  

(f) Development is connected to a nearby electricity network with adequate capacity without significant environment, social or amenity impact;  

(g) Development does not affect the efficient functioning of public utility mains, services or installations;  

(h) Infrastructure dedicated to Council is cost effective over its life cycle;  

(i) Work associated with development does not cause adverse impacts on the surrounding area; and  

(j) Development prevents the spread of weeds, seeds or other pests. 

9.4.5.2 Criteria for Assessment  

Table 9.4.5.3 – Works, services and infrastructure code – For acceptable development subject to requirements and assessable development.  

Performance outcomes Acceptable outcomes Applicant response 

For accepted development subject to requirements and assessable development. 
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Performance outcomes Acceptable outcomes Applicant response 

Water supply 

PO1  

Each lot has an adequate volume and supply of 
water that:  

(a) meets the needs of users;  

(b) is adequate for fire-fighting purposes;  

(c) ensures the health, safety and convenience 
of the community; and  

(d) minimises adverse impacts on the receiving 
environment. 

AO1.1  

Development is connected to a reticulated water 
supply system in accordance with the Design 
Guidelines and Specifications set out in the Planning 
Scheme Policy 4 – FNQROC Regional Development 
Manual other than where located:  

(a) in the Conservation zone, Rural zone or Rural 
residential zone; and  

(b) outside a reticulated water supply service area 

Not applicable 

The development site is located within the 
Rural Zone. 

 

AO1.2  

Development, where located outside a reticulated 
water supply service area and in the Conservation 
zone, Rural zone or Rural residential zone is provided 
with:  

(a) a bore or bores are provided in accordance with 
the Design Guidelines set out in the Planning 
Scheme Policy 4 – FNQROC Regional 
Development Manual; or  

(b) on-site water storage tank/s:  

(i). with a minimum capacity of 90,000L;  

(ii). fitted with a 50mm ball valve with a 
camlock fitting; and  

(iii). which are installed and connected prior to 
the occupation or use of the development.  

Complies with AO1.2 

The proposed development for extractive 
industry includes provision for three (3) 
sediment basins, 2 within the northern part lot 
and 1 within the southern part lot. The 
proposed sediment basins would provide for 
water supply for fire-fighting  and dust 
suppression purposes in the absence of 
water reticulation. 
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Performance outcomes Acceptable outcomes Applicant response 

Waste disposal 

PO2  

Each lot provides for the treatment and disposal of 
effluent and other waste water that:  

(a) meets the needs of users;  

(b) is adequate for fire-fighting purposes;  

(c) ensures the health, safety and convenience 
of the community; and  

(d) minimises adverse impacts on the receiving 
environment. 

AO2  

Development is connected to a reticulated sewerage 
system in accordance with the Design Guidelines and 
Specifications set out in the Planning Scheme Policy 4 
– FNQROC Regional Development Manual other than 
where located:  

(a) in the Conservation zone, Rural zone or Rural 
residential zone; and  

(b) outside a reticulated sewerage service area. 

Not applicable 

The proposed development is for extractive 
industry.  

AO2.2  

An effluent disposal system is provided in accordance 
with ASNZ 1547 On-Site Domestic Wastewater 
Management (as amended) where development is 
located:  

(a) in the Conservation zone, Rural zone or Rural 
residential zone; and  

(b) outside a reticulated sewerage service area. 

Not applicable 

The proposed development is for extractive 
industry. 

Stormwater infrastructure 

PO3  

Stormwater infrastructure is designed and 
constructed to collect and convey the design storm 
event to a lawful point of discharge in a manner 

AO3.1  

Where located within a Priority infrastructure area or 
where stormwater infrastructure is available, 
development is connected to Council's stormwater 
network in accordance with the Design Guidelines and 

Not applicable 

The development site is not located within a 
Priority Infrastructure Area. 
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that mitigates impacts on life and property. Specifications set out in the Planning Scheme Policy 4 
– FNQROC Regional Development Manual.  

AO3.2  

On-site drainage systems are constructed:  

(a) to convey stormwater from the premises to a 
lawful point of discharge; and  

(b) in accordance with the Design Guidelines and 
Specifications set out in the Planning Scheme 
Policy 4 – FNQROC Regional Development 
Manual. 

Able to comply with AO3.2 

The Environmental Management Plan 
(Appendix D) and the Site based 
Management Plan (Appendix E) detail 
measures for the lawful discharge of 
stormwater, including erosion and sediment 
control measures. 

Electricity supply 

PO4 

Each lot is provided with an adequate supply of 
electricity 

AO4  

The premises:  

(a) is connected to the electricity supply network; or  

(b) has arranged a connection to the transmission 
grid; or  

(c) where not connected to the network, an 
independent energy system with sufficient 
capacity to service the development (at near 
average energy demands associated with the 
use) may be provided as an alternative to 
reticulated electricity where:  

(i). it is approved by the relevant regulatory 
authority; and  

(ii). it can be demonstrated that no air or noise 

Not applicable 

The proposed is for extractive industry only. 
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emissions; and  

(iii). it can be demonstrated that no adverse 
impact on visual amenity will occur. 

Telecommunications infrastructure 

PO5  

Each lot is provided with an adequate supply of 
telecommunication infrastructure. 

AO5  

Development is provided with a connection to the 
national broadband network or telecommunication 
services. 

Not applicable 

The proposed is for extractive industry only. 

Existing public utility services 

PO6  

Development and associated works do not affect 
the efficient functioning of public utility mains, 
services or installations. 

AO6  

Public utility mains, services are relocated, altered or 
repaired in association with the works so that they 
continue to function and satisfy the relevant Design 
Guidelines and Specifications set out in the Planning 
Scheme Policy 4 – FNQROC Regional Development 
Manual. 

Not applicable 

The proposed is for extractive industry only. 

Excavation or filling 

PO7  

Excavation or filling must not have an adverse 
impact on the:  

AO7.1  

Excavation or filling does not occur within 1.5 metres 
of any site boundary. 

Able to comply with AO7.1  

The proposed area of extraction is setback a 
minimum of 1.5 metres from the site 
boundaries. 



406005: Lot 9 Bullaburrah Creek Road, Dimbulah 

 Mareeba Shire Council Planning Scheme 2016 
Part 6: Zones 

Code Compliance Table – 9.4.5 Works, Services and Infrastructure Code 
Page 6 of 13 

 

Performance outcomes Acceptable outcomes Applicant response 

(a) streetscape;  

(b) scenic amenity;  

(c) environmental values;  

(d) slope stability;  

(e) accessibility; or  

(f) privacy of adjoining premises. 

AO7.2  

Excavation or filling at any point on a lot is to be no 
greater than 1.5 metres above or below natural ground 
level. 

Complies with PO7 

The proposed extraction activity would be 
undertaken in accordance with the 
Environmental Management Plan (Appendix 
D).  

AO7.3  

Earthworks batters:  

(a) are no greater than 1.5 metres in height;  

(b) are stepped with a minimum width 2 metre berm;  

(c) do not exceed a maximum of two batters and 
two berms (not greater than 3.6 metres in total 
height) on any one lot;  

(d) have a slope no greater than 1 in 4; and  

(e) are retained. 

Not applicable 

The proposed is for extractive industry only. 

AO7.4  

Soil used for filling or spoil from excavation is not 
stockpiled in locations that can be viewed from:  

(a) adjoining premises; or  

(b) a road frontage, for a period exceeding 1 month 
from the commencement of the filling or 
excavation. 

Complies with AO7.4 

The stockpiling of material would be 
undertaken in accordance with the 
Environmental Management Plan (Appendix 
D) and the Site Based Management Plan 
(Appendix E).  

AO7.5  

All batters and berms to be constructed in accordance 

Not applicable 

The proposed is for extractive industry only. 
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with the Design Guidelines and Specifications set out 
in the Planning Scheme Policy 4 – FNQROC Regional 
Development Manual. 

AO7.6  

Retaining walls have a maximum height of 1.5 metres 
and are designed and constructed in accordance with 
the Design Guidelines and Specifications set out in the 
Planning Scheme Policy 4 – FNQROC Regional 
Development manual. 

Not applicable 

The proposed is for extractive industry only. 

AO7.7  

Excavation or filling at any point on a lot is to include 
measures that protect trees at the foot or top of cut or 
fill batters by the use of appropriate retaining methods 
and sensitive earth removal or placement and in 
accordance with the Design Guidelines and 
Specifications set out in the Planning Scheme Policy 4 
– FNQROC Regional Development manual. 

Not applicable 

The proposed is for extractive industry only. 

For assessable development 

Transport network 

PO8  

The development has access to a transport network 
of adequate standard to provide for the safe and 
efficient movement of vehicles, pedestrians and 
cyclists. 

AO8.1  

Vehicle access, crossovers, road geometry, pavement, 
utilities and landscaping to the frontage/s of the site 
are designed and constructed in accordance with the 
Design Guidelines and Specifications set out in the 
Planning Scheme Policy 4 – FNQROC Regional 

Complies with AO8.1 

Vehicle crossovers from Wolfram Road and 
Bullaburrah Creek Road may be upgraded as 
required in accordance with the FNQROC 
Development Manual. 
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Development manual. 

AO8.2  

Development provides footpath pavement treatments 
in accordance with Planning Scheme Policy 9 – 
Footpath Paving. 

Not applicable 

The proposed is for extractive industry only. 

Public infrastructure 

PO9  

The design, construction and provision of any 
infrastructure that is to be dedicated to Council is 
cost effective over its life cycle and incorporates 
provisions to minimise adverse impacts. 

AO9  

Development is in accordance with the Design 
Guidelines and Specifications set out in the Planning 
Scheme Policy 4 – FNQROC Regional Development 
Manual. 

Not applicable 

The proposed is for extractive industry only. 

Stormwater quality 

PO10  

Development has a non-worsening effect on the 
site and surrounding land and is designed to: (a) 
optimise the interception, retention and removal of 
waterborne pollutants, prior to the discharge to 
receiving waters; (b) protect the environmental 
values of waterbodies affected by the development, 
including upstream, onsite and downstream 
waterbodies; (c) achieve specified water quality 
objectives; (d) minimise flooding; (e) maximise the 
use of natural channel design principles; (f) 
maximise community benefit; and (g) minimise risk 

AO10.1  

The following reporting is prepared for all Material 
change of use or Reconfiguring a lot proposals:  

(a) a Stormwater Management Plan and Report that 
meets or exceeds the standards of design and 
construction set out in the Queensland Urban 
Drainage Manual (QUDM) and the Design Guidelines 
and Specifications set out in the Planning Scheme 
Policy 4 – FNQROC Regional Development Manual; 
and  

(b) an Erosion and Sediment Control Plan that meets 
or exceeds the Soil Erosion and Sedimentation 

Able to comply with AO10.1 

The Environmental Management Plan 
(Appendix D) and the Site based 
Management Plan (Appendix E) detail 
measures for the lawful discharge of 
stormwater, including erosion and sediment 
control measures. 
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to public safety. Control Guidelines (Institute of Engineers 
Australia), including:  

(i) drainage control;  

(ii) erosion control;  

(iii) sediment control; and  

(iv) water quality outcomes. 

 AO10.2  

For development on land greater than 2,500m2 or that 
result in more than 5 lots or more than 5 dwellings or 
accommodation units, a Stormwater Quality 
Management Plan and Report prepared and certified 
by a suitably qualified design engineer (RPEQ) is 
prepared that demonstrates that the development:  

(a) meets or exceeds the standards of design and 
construction set out in the Urban Stormwater Quality 
Planning Guideline and the Queensland Water Quality 
Guideline;  

(b) is consistent with any local area stormwater water 
management planning;  

(c) accounts for development type, construction phase, 
local climatic conditions and design objectives; and  

(d) provides for stormwater quality treatment measures 
reflecting land use constraints, such as soil type, 
landscape features (including landform), nutrient 
hazardous areas, acid sulfate soil and rainfall erosivity. 

Not applicable 

The proposed is for extractive industry only. 

PO11  AO11  Complies with PO11 
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Storage areas for stormwater detention and 
retention:  

(a) protect or enhance the environmental values of 
receiving waters;  

(b) achieve specified water quality objectives;  

(c) where possible, provide for recreational use;  

(d) maximise community benefit; and  

(e) minimise risk to public safety. 

No acceptable outcome is provided. The proposal provides for the three (3) 
stormwater detention /sediment basins on the 
site, two (20 within the northern part lots and 
one (1) within the southern part lot. The 
sediment basins would prevent the discharge 
of the sediment laden stormwater to the 
Wash River and unnamed tributaries.  

The sediment basins would be suitable 
located within the site to prevent unlawful 
access and minimise risk to public safety.   

Excavation or filling 

PO12  

Traffic generated by filling or excavation does not 
impact on the amenity of the surrounding area. 

AO12.1  

Haul routes used for transportation of fill to or from the 
site only use major roads and avoid residential areas. 

Complies with AO12.1 

The proposed haul route would be via 
Wolfram Road and may be conditioned to 
ensure that haul vehicle movements do not 
coincide with the school bus run.  

AO12.2  

Transportation of fill to or from the site does not occur:  

(a) within peak traffic times; and  

(b) before 7am or after 6pm Monday to Friday;  

(c) before 7am or after 1pm Saturdays; and  

(d) on Sundays or Public Holidays. 

Able to comply with AO12.1 

The applicant would be agreement to the 
imposition of a reasonable and relevant 
condition with respect to the movement of 
haul vehicles to and from the site. 

PO13  

Air pollutants, dust and sediment particles from 

AO13.1  

Dust emissions do not extend beyond the boundary of 

Able to comply with AO13.1 

The proposed development would include 
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excavation or filling, do not cause significant 
environmental harm or nuisance impacts. 

the site. dust mitigation measures such as use of a 
water truck on internal hauls roads, stockpiles 
and within the site, enforcing internal vehicle 
speed limits and  progression rehabilitation.  
The Environmental Management Plan 
(Appendix D) and the Site Based 
Management Plan (Appendix E) outline 
mitigation measures. 

AO13.2  

No other air pollutants, including odours, are 
detectable at the boundary of the site. 

Able to comply with AO13.2 

Refer to the Environmental Management Plan 
(Appendix D) and the Site Based 
Management Plan (Appendix E). 

AO13.3  

A management plan for control of dust and air 
pollutants is prepared and implemented. 

Able to comply with AO13.3 

Refer to the Environmental Management Plan 
(Appendix D) and the Site Based 
Management Plan (Appendix E). 

PO14  

Access to the premises (including driveways and 
paths) does not have an adverse impact on:  

(a) safety;  

(b) drainage;  

(c) visual amenity; and  

(d) privacy of adjoining premises. 

AO14  

Access to the premises (including all works associated 
with the access):  

(a) must follow as close as possible to the existing 
contours;  

(b) be contained within the premises and not the road 
reserve, and  

(c) are designed and constructed in accordance with 
the Design Guidelines and Specifications set out in the 
Planning Scheme Policy 4 – FNQROC Regional 

Able to comply with AO14 

The development site is relatively flat with 
minor undulations. Any required upgrades to 
the access crossovers would be undertaken 
in accordance with eh FNQROC 
Development Manual.  
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Development manual. 

Weed and pest management 

PO15  

Development prevents the spread of weeds, seeds 
or other pests into clean areas or away from 
infested areas. 

AO15  

No acceptable outcome is provided. 

Complies with PO15  

The proposed extractive industry activity 
would be undertaken in such a manner to 
prevent the spread of weeds, seeds or other 
pests.  

Contaminated land 

PO16  

Development is located and designed to ensure 
that users and nearby sensitive land uses are not 
exposed to unacceptable levels of contaminants 

AO16  

Development is located where:  

(a) soils are not contaminated by pollutants which 
represent a health or safety risk to users; or  

(b) contaminated soils are remediated prior to plan 
sealing, operational works permit, or issuing of building 
works permit. 

 

 

Able to comply with AO16 

The development site is located 
approximately 380 metres east of the nearest 
sensitive receptor, with the exception of the 
owner’s residence. The proposed activity 
would be undertaken in accordance with the 
Environmental Management Plan (Appendix 
D) and the Site Based Management Plan 
(Appendix E). 

Fire services in developments accessed by common private title 

PO17  

Fire hydrants are located in positions that will 
enable fire services to access water safely, 

AO17.1  

Fire hydrants are located in accessways or private 
roads held in common private title at a maximum 

Not applicable 

The proposed is for extractive industry only. 



406005: Lot 9 Bullaburrah Creek Road, Dimbulah 

 Mareeba Shire Council Planning Scheme 2016 
Part 6: Zones 

Code Compliance Table – 9.4.5 Works, Services and Infrastructure Code 
Page 13 of 13 

 

Performance outcomes Acceptable outcomes Applicant response 

effectively and efficiently. spacing of:  

(a) 120 metres for residential development; and  

(b) 90 metres for any other development 

 AO17.2  

Fire hydrants are located at all intersections of 
accessways or private roads held in common private 
title. 

Not applicable 

The proposed is for extractive industry only. 

 

 

  


